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Item no.: 18.14453.002
1000 Watt / 230 Volt Ø 145mm 
Predecessor: 12.14453.002 / 

12.14453.194

Item no.: 18.18453.002
1500 Watt / 230 Volt Ø 180mm 
Predecessor: 12.18453.002 / 

12.18453.196

Item no.: 18.22453.002
2000 Watt / 230 Volt Ø 220mm 
Predecessor: 12.22453.002 / 

12.22453.199

Item no.: 18.18453.001
1500 Watt / 400 Volt Ø 180mm 
Predecessor: 12.18453.001 /

12.18453.025

Item no.: 18.22453.001
2000 Watt / 400 Volt Ø 220mm 
Predecessor: 12.22453.001 /

12.18453.025

Item no.: 18.14463.196
1500 Watt / 230 Volt Ø 145mm 

Predecessor: 12.14463.196
with protector

Cast iron hotplates Ø 180mm 8mm spill ring

Item No: 18.18463.194
2000 Watt / 230 Volt Ø 180mm 

Predecessor: 12.14463.194
with protector

Item no.: 18.22463.018
2600 Watt / 230 Volt Ø 220mm 

Predecessor: 12.22463.018
with protector

Item no.: 18.14463.197
1500 Watt / 400 Volt Ø 145mm 

Predecessor: 12.14463.197
with protector

Item no.: 18.18463.198
2000 Watt / 400 Volt Ø 180mm Predecessor: 

12.18463.198
with protector

E.G.O. Cast iron hotplates Ø 220mm 8mm spill ring

Item no.: 18.22463.019
2600 Watt / 400 Volt Ø 220mm 

Predecessor: 12.22463.019
with protector

E.G.O. Cast iron hotplates Ø 145mm 4mm spillway 

edge

E.G.O. Cast iron hotplates Ø 145mm 8mm spill ring

Item no.: 19.14463.040
1500 Watt / 230 Volt Ø 145mm 

Predecessor: 13.14463.040
with protector

Item no.: 19.14474.040
1500 Watt / 230 Volt Ø 145mm 

Predecessor: 13.14474.040
with protector

Item no.: 19.14453.002
1000 Watt / 230 Volt Ø 145mm 
Predecessor: 13.14453.002 / 

13.18453.040

E.G.O. Cast iron hot plate Ø 80mm 8mm spill ring

Item no. 12.08253.012
450 Watt / 230 Volt 
Screw connection 

with
2 connection terminals control via energy regulator

Item no. 12.08353.017
450 Watt / 230 Volt 
Screw connection 

with
3 connection terminals control via 4-cycle switch
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Item no.: 19.22453.002
2000 Watt / 230 Volt Ø 220mm 
Predecessor: 13.22453.002 / 

13.22453.040

Common features:

4-position switching bridge terminals 3 +4

for energy controller control, bridge terminals 1 + 2 and terminals 3 + 4

18. = 8mm spill ring

Item no.: 19.18453.002
1500 Watt / 230 Volt Ø 180mm 
Predecessor: 13.18453.002 / 

13.18453.040

Item no.: 19.18463.040
2000 Watt / 230 Volt Ø 180mm 

Predecessor: 13.18463.040
with protector

E.G.O. Cast iron hotplates Ø 220mm 4mm spill ring

Item no.: 19.18474.040
2000 Watt / 230 Volt Ø 180mm 

Predecessor: 13.18474.040
with protector

Cast iron hotplates Ø 180mm 4mm spil ring
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Item no. 10.54111.004
1200 Watt / 230 Volt Ø 140mm 

single circuit version

Item no.: 10.54113.034
1200 Watt / 230 Volt Ø 140mm 

with double plug connectors 
Single circuit version

Item no. 10.54116.006
1200 watts / 400 volts Ø 
140mm with double plug 
connectors Single circuit 

version

Item no.: 10.54116.064
1200 Watt / 230 Volt Ø 140mm 

with double plug connectors 
Single circuit version

Item no. 10.58113.004
1800 watts / 230 volts Ø 
180mm with double plug 
connectors Single circuit 

version

Item no.: 10.58113.032
1800 watts / 230 volts Ø 
180mm with double plug 
connectors Single circuit 

version

Item no. 10.58116.006
1800 Watt / 400 Volt Ø 180mm 

single circuit version

Item no.: 10.51111.004
2300 Watt / 230 Volt Ø 210mm 

single circuit version

Item no.: 10.51113.038
2200 watts / 230 volts Ø 

210mm with double tongues 
Single circuit version

Item no. 10.53111.004
2500 Watt / 230 Volt Ø 230mm 

Single circuit version

Item no.: 10.53111.106
2500 Watt / 400 Volt Ø 230mm 

Single circuit version

E.G.O. HiLight radiator Ø 180mm dual circuit design

Item no.: 10.58211.004
1700/700 Watt / 230 Volt 

Ø 180mm / 120mm 
Dual circuit version

Item no.: 10.58213.032
1800/700 Watt / 230 Volt 

Ø 180mm / 120mm
with double reeds Dual 

circuit version

E.G.O. HiLight radiator Ø210mm dual circuit version

Item no.: 10.58111.004
1800 Watt / 230 Volt Ø 180mm 

single circuit version

E.G.O. HiLight radiator Ø 140mm

E.G.O. HiLight radiator Ø 140mm

E.G.O. HiLight radiator Ø 210mm

E.G.O. HiLight radiator Ø 230mm

Item no.: 10.511211.004
2200/750 Watt / 230 Volt 

Ø 210mm / 120mm 
Dual circuit version

Item no.: 10.51213.034
2200/750 Watt / 230 Volt 

Ø 210mm / 120mm
with double reeds Dual 

circuit version

Item no.: 10.51214.074
2200/750 Watt / 230 Volt 

Ø 210mm / 120mm 
Dual circuit version

Item no.: 10.51213.432
2200/1000 Watt / 230 Volt 

Ø 210mm / 140mm
with double reeds Dual 

circuit version

Item no.: 1051216.406
2200/1000 Watt / 400 Volt 

Ø 210mm / 140mm
with double reeds Dual 

circuit version

Item no.: 10.51116.006
2200 watts / 230 volts Ø 

210mm with double tongues 
Single circuit version
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Item no.: 10.53211.004
2500/1100 watts / 230

volts Ø 230mm / 140mm 
Dual circuit version

Item no.: 10.57411.604
2400/900 watts / 230

volts Ø 170mm x 
265mm Dual circuit 

version

Item no.: 10.57413.688
2400/800 Watt / 230 Volt 

Ø 170mm x 265mm
with double reeds Dual 

circuit version

E.G.O. EGOnomic radiator Ø 140mm

E.G.O. HiLight radiator Ø230mm dual circuit design

E.G.O. HiLight radiator 170 x 265mm dual circuit design

Item no.:
10.74631.004

1200 Watt / 230 Volt 
Ø 140mm single 

circuit version

Item no.:
10.78631.004

1700 Watt / 230 Volt 
Ø 180mm single 

circuit version

Item no.:
10.78636.004
1700 Watt / 230 Volt 

Ø 180mm
with double tabs Single 

circuit version

E.G.O. EGOnomic radiator Ø 140mm

E.G.O. HiLight radiator Ø210mm dual circuit version

Item no.: 10.51216.412
2200/1000 Watt / 230 Volt 

Ø 210mm / 140mm
with double reeds Dual 

circuit version



Item no.:
10.71631.004

2100 Watt / 230 Volt 
Ø 210mm single 

circuit version

Item no.: 10.78661.004
1700/650 Watt / 230 Volt 

Ø 180mm x 120mm 
Dual circuit version

E.G.O. EGOnomic radiator Ø 210mm

Item no.: 10.71261.004
2100/650 Watt / 230 Volt 
Ø 210mm / 120mm Dual 

circuit version

Item no.: 10.74431.004
1200 Watt / 230 Volt 

Ø 140mm single 
circuit version

Controlled by 7-position switch

Item no.: 10.10.78431.004
1700 Watt / 230 Volt 

Ø 180mm single 
circuit version

Controlled by 7-position switch

Item no.: 10.71431.004
2100 Watt / 230 Volt 

Ø 210mm single 
circuit version

Controlled by 7-position switch

E.G.O. EGOnomic radiator Ø 180mm dual circuit version

E.G.O. EGOnomic radiator Ø 210mm dual circuit version

E.G.O. EGOnomic radiator Ø 140mm

E.G.O. EGOnomic radiator Ø 180mm

E.G.O. EGOnomic radiator Ø 210mm
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Item no.:
12.30453.194
2500 watts / 230
volts

Item no.: 
12.30453.195
2500 watts / 400
volts

Item no.:
12.30454.009
3500 watts / 400
volts

Item no.:
12.30454.195
3500 Watt / 400 Volt 

with protector

Item no.:
12.30454.194
3500 Watt / 230 Volt 

with protector

E.G.O. Cast iron hotplates for the canteen kitchen Ø 300mm Regulation with 7-stroke 

switch

E.G.O. Cast iron hotplates for the canteen kitchen 220 x 220mm Regulation with 7-cycle 

switch

Item no.: 
11.22454.237
2600 Watt / 230 Volt 

with protector

Item no.: 
11.22454.238
2600 Watt / 400 Volt 

with protector

Item no.: 
11.22454.264
2000 Watt / 440 Volt 

with protector

Item no.: 
11.22473.234
2000 watts / 230
volts

Item no.: 
11.22473.235
2000 watts / 400
volts

E.G.O. Cast iron hot plates for canteen kitchens 300 x 300mm Regulation with 7-step switch

Item no.: 
11.33454.247
3000 Watt / 230 Volt 

with protector

Item no.: 
11.33454.252
2500 Watt / 230 Volt 

with protector

Item no.: 
11.33473.239
3000 Watt / 230 Volt

Item no.: 
11.33454.248
3000 Watt / 400 Volt 

with protector

Item no.: 
11.33454.246
4000 Watt / 230 Volt 

with protector

Item no.: 
11.33454.251
2500 Watt / 400 Volt 

with protector

Item no.: 
11.33473.338
3000 watts / 400
volts

Item no.: 
11.33470.195
3000 watts / 400
volts
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Item no.: 
11.33454.249
4000 Watt / 400 Volt 

with protector

Item no.: 
11.33454.335
3000 Watt / 440 Volt 

with protector

Item no.: 
11.33473.335
3000 watts / 440
volts

Item no.: 
11.33470.196
3000 watts / 440
volts

Item no.: 
11.33460.195
4000 Watt / 400 Volt 

with protector

Item no.: 
11.33470.195
3000 watts / 400
volts

Cast iron hot plates for the canteen kitchen 300 x 300mm

Item no.: 11.33460.196
4000 Watt / 440 Volt with

protector

Cast iron hotplates for commercial kitchens 300 x 300mm Regulation with 4 or 5-position switch with 3 contact pins

Item no.: 
11.33310.009
2500 watts / 230
volts

Item no.: 
11.33310.008
2500 watts / 400
volts

Cast iron hot plates for canteen kitchen 300 x 300mm Regulation with 4- or 5-step switch with 3 screw terminals

Item no.: 
11.33370.247
2500 watts / 230
volts

Item no.: 
11.33370.246
2500 watts / 400
volts

Item no.: 
11.33460.349
2500 Watt / 400 Volt 

with protector

Item no.: 
11.33460.342
4000 Watt / 230 Volt 

with protector

Item no.: 
11.33460.341
4000 Watt / 400 Volt 

with protector

Item no.: 
11.33460.344
4000 Watt / 440 Volt 

with protector

Item no.: 
11.33461.26
4000 Watt / 400 Volt 

with protector

Item no.:
11.33471.211
2500 watts / 400
volts

Cast iron hot plates for canteen kitchen 300 x 300mm Regulation with 4- or 5-step switch with 3 screw terminals

Cast iron hot plates for the canteen kitchen 300 x 300mm



Item no.:
12.40670.231
5000 Watt / 400 Volt

Item no.:
12.40870.007
5000 Watt / 400 Volt

Cast iron hot plates for canteen kitchen Ø 400mm Regulation with 4- or 5-step switch with 3 screw terminals
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Item no.: 10.77823.006
4000 watts / 400 volts

with plug connection / without pot detection

Item no.: 10.77828.006
4000 watts / 400 volts

with screw connection / without pot detection

Item no.: 10.77843.006
4000 watts / 400 volts

with plug connection / with pot detection

Item no.: 10.77848.006
4000 watts / 400 volts

with screw connection / with pot detection

Item no.: 75.05011.000
Circuit board for ceramic hobs 

400 Volt

Radiant heater for commercial kitchens / Control by cap. controller 55.34683.010

Item no.: 55.34683.010
Temperature range: 100-645°C / 100-

615°C Cap. tube length: 1110mm / 
insulated: 600mm Probe: Ø 3.9mm Length: 

228mm

E.G.O. Sensor Electronics

Item no. 50.37077.070
240 Volt / 12 Ampere 

Clockwise rising

50.52071.070
240 Volt 13Amps 
clockwise rising

50.55021.102
230Volt / 13Ampere 
Axis length 30mm

50.55021.105
clockwise rising 2-

circuit

50.55071.100
240 Volt / 13 Ampere 

clockwise rising

50.55021.120
230 Volt / 13 Ampere 

clockwise rising 2-
circuit

50.55021.100
230 Volt / 13 Amps 
clockwise rising 2-

circuit, 2-pole

50.55031.100
400 Volt / 7 Ampere 
clockwise rising 2-

circuit

50.57076.070
240 Volt / 13 Ampere 

clockwise rising

50.57011.010
220Volt / 13 Ampere 

clockwise rising

E.G.O. Energy controller

50.57020.015
13A / 230 Volt / 13 Amps 

clockwise rising

50.57071.010
240 Volt / 13 Ampere 

clockwise rising

50.57031.010
400 Volt / 7 Ampere 

clockwise rising

50.57024.010
230 Volt / 13 Ampere 

clockwise rising

50.57021.010
230 Volt / 13 Ampere 

clockwise rising

50.57010.010
220 Volt / 13 Ampere 

counterclockwise
rising

50.57030.010
400 Volt / 7 Ampere 

counterclockwise
rising

50.57021.140
230 Volt / 13 Ampere 

clockwise rising

50.57020.010
230 Volt / 13 Ampere 

counterclockwise
rising

50.59070.051
240 Volt / 13 Ampere 

counterclockwise 
rising
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50.59070.008
240 Volt / 13 Ampere 

counterclockwise
rising

50.59070.048
240 Volt / 13 Ampere 

counterclockwise
rising

50.85071.000
240 Volt / 13 Ampere 

No commercial release
for household use only

50.85031.000
400 Volt / 7 Ampere No 

commercial release
for household use only

50.85021.008
230 Volt / 13 Ampere 

No commercial release
for household use only

50.85021.000
230 Volt / 13 Ampere 

No commercial release
for household use only

50.87071.000
240 Volt / 13 Ampere 

No commercial release
for household use only

50.87021.009
230 Volt / 13 Ampere 

No commercial release
for household use only

50.87021.000
230 Volt / 13 Ampere 

No commercial release
for household use only

50.87031.000
400 Volt / 7 Ampere No

commercial release
for household use only

E.G.O. Energy controller

Item no.: 524.802 Item no.: 524.803 Item no.: 524.804 Item no.: 524.805 Item no.: 524.813
0-40°C 30-85°C 30-90°C 30-110°C 100-180°C

Ø 50mm Ø 50mm Ø 50mm Ø 50mm Ø 50mm
Standard axis 6mm / 

4,6mm
Standard axis 6mm / 4,6mm Standard axis 6mm / 4,6mm Standard axis 6mm / 4,6mm Standard axis 6mm /

4,6mm

Gag

Item no.: 524.806 Item no.: 524.820 Item no.: 524.807 Item no.: 524.810 Item no.: 524.411
60-200°C 50-250°C 50-300°C 100-350°C 85-450°C
Ø 50mm Ø 50mm Ø 50mm Ø 50mm Ø 50mm

Standard axis 6mm / 
4,6mm

Standard axis 6mm / 4,6mm Standard axis 6mm / 4,6mm Standard axis 6mm / 4,6mm Standard axis 6mm /
4,6mm

Item no.:
524.834 50-
500°C
Ø 50mm 

standard axis 6mm / 
4,6mm

Item no.: 524.808
zero line 
Ø 50mm

Standard axis 6mm / 
4,6mm

Item no.: 524.830
Tail Ø 
50mm

Standard axis 6mm / 
4,6mm

Item no.: 524.010
1-3

Ø 50mm 
standard axis 6mm / 
4,6mm

Item no.: 524.054
1-3

Ø 50mm 
standard axis 6mm /
4,6mm

Item no.: 524.083
zero line 
Ø 50mm

Standard axis 6mm / 
4,6mm

Item no.: 524.056
On-Off 

Ø 50mm
Standard axis 6mm / 

4,6mm

Item no.: 524.058
Four-

stroke Ø 
50mm

Standard axis 6mm / 
4,6mm

Item no.: 524.059
Five 

stroke Ø 
50mm

Standard axis 6mm / 
4,6mm

Item no.: 524.051
Seven-
cycle Ø
50mm

Standard axis 6mm /
4,6mm
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Item no.: 524.053
Oven Ø 
50mm

Standard axis 6mm / 
4,6mm

Item no.: 524.162
Tail Ø 
50mm

Standard axis 6mm / 
4,6mm

Item no.: 67.62105.000
Aperture ring

For toggle Ø 50mm 
standard axis 6mm / 

4,6mm

KInobs

Item no.: 966.040
Four-

positione 
Ø 60mm

Standard axis 6mm / 
4,6mm

Item no.: 966.050
Five-

position
Ø 60mm

Standard axis 6mm / 
4,6mm

Item no.: 966.070
Seven-

position Ø 
60mm

Standard axis 6mm / 
4,6mm

Item no.: 966.100
On-Off 

Ø 60mm
Standard axis 6mm / 

4,6mm

Item no.: 966.130
1-3

Ø 60mm 
standard axis 6mm /
4,6mm

Item no.: 966.157
zero line 
Ø 60mm

Standard axis 6mm / 
4,6mm

Item no.:
966.109 

30-85°C
Ø 60mm 

standard axis 6mm / 
4,6mm

Item no.:
966.110 

30-110°C
Ø 60mm 

standard axis 6mm / 
4,6mm

Item no.:
966.180 

100-180°C
Ø 60mm 

standard axis 6mm / 
4,6mm

Item no.: 
966.300 

50-300°C
Ø 60mm 

standard axis 6mm /
4,6mm

Gag for the canteen 

kitchen

Item no.: 418762
Orifice ring 0-200°C 

Ø 73mm
stainless steel chrome-plated

Item no.: 418764
Orifice ring 0-12 

Ø 73mm
stainless steel chrome-plated

Item no.: 418763
Orifice ring neutral 

Ø 73mm
stainless steel chrome-plated

Item no.: 418765
Toggle with different 

axis cores
Ø 57mm

stainless steel chrome-plated
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Item no.: 41.32723.010
7-position switch 

connection F6.3mm 
standard axis

6mm/4.6mm axis length 
15mm

Item no.: 41.32723.030
7-position switch 

connection F6.3mm 
standard axis

6mm/4.6mm axis length 
23mm

Item no.: 41.48423.000
4-position switch 

connection F6.3mm 
standard axis

6mm/4.6mm axis length 
23mm

Item no.: 42.02900.000
Angle of rotation switch 

Connection F6.3 
Standard axis 6mm / 

4.6mm

Item no.: 42.04000.010
4-position 

switch 
connection 

F6.3
Standard axis 6mm / 

4,6mm

Item no.: 42.06000.048
6-position 

switch 
Connection 

F6.3
Standard axis 6mm / 

4,6mm

Item no.: 42.07000.025
7-position 

switch 
connection 

F6.3
Standard axis 6mm / 

4,6mm

Item no.: 42.08400.008
8-position 

switch 
Connection 

F6.3
Standard axis 6mm /

4,6mm

Item no.: 43.22032.000
On/Off switch Screw 

connection Standard axis 
6mm / 4,6mm

Item no.: 43.24216.020
4-position switch with signal 

contact Screw terminal
Standard axis 6mm / 4,6mm

Item no.: 43.24232.000
4-position switch with signal 

contact Screw terminal
Standard axis 6mm / 4,6mm

Item no.: 43.24832.060
4-position switch with signal 

contact Screw terminal
Standard axis 6mm / 4,6mm

Item no.: 43.27232.100
7-position switch with signal 
contact Screw connection 

Special axis

Item no.: 43.27232.000
7-position switch with signal 

contact Screw terminal
Standard axis 6mm / 4,6mm

Item no.: 43.32032.000
On/Off switch Screw 

contact Standard axis 
6mm / 4,6mm

Item no.: 43.34232.000
4-position switch with signal 

contact Screw terminal
Standard axis 6mm / 4,6mm

Item no.: 43.35232.000
5-position switch with signal 

contact Screw terminal
Standard axis 6mm / 4,6mm

Item no.: 43.41832.020
Angle of rotation switch 

Screw connection 
Standard axis 6mm / 

4.6mm

Item no.: 43.41832.030
Angle of rotation switch 

Screw connection 
Standard axis 6mm / 

4.6mm

Item no.: 43.42032.000
On/Off switch Screw 

contact Standard axis 
6mm / 4,6mm

Item no.: 43.44032.020
On/Off switch Screw 

contact Standard axis 
6mm / 4,6mm

Item no.: 46.23866.500
UOG oven switch F6.3 

Connection standard axis 
6mm / 4.6mm

Item no.: 46.23866.650
Oven switch F6.3 

Connection
Standard axis 6mm / 

4,6mm

Item no.: 46.23966.500
Special switch 

F6.3 
Connection

Standard axis 6mm / 
4,6mm

Item no.: 46.27266.500
7-position 

switch F6.3 
Connection

Standard axis 6mm / 
4,6mm

Item no.: 46.27266.813
7-position 

switch F6.3
Connection

Standard axis 6mm /
4,6mm

Rotary Cam Switches Series 41

Rotary Cam Switches Series 42

Cam switches series 43

Rotary Cam Switches Series 46
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Cam switch series 49 with screw connection

Item no.: 49.10906.000
On/Off switch Screw 
connection Standard 

axis 6mm/4.6mm

Item no.: 49.21015.320
Expansion angle switch 

Screw connection 
Standard axis
6mm/4.6mm

Item no.: 49.21815.000
Oven switch Screw 

connection Standard 
axis 6mm/4.6mm

Item no.: 49.22015.000
On/Off switch Screw 
connection Standard 

axis 6mm/4.6mm

Item no.: 49.23815.000
Angle of rotation switch 

Screw connection 
Standard axis
6mm/4.6mm

Item no.: 49.23815.240
Expansion angle switch 

Screw connection 
Standard axis
6mm/4.6mm

Item no.: 49.24015.000
4-position switch Screw 
connection Standard 

axis 6mm/4.6mm

Item no.: 49.24215.000
4-position switch with signal 

contact Screw terminal
Standard axis 6mm/4.6mm

Item no.: 49.25215.000
5-position switch with signal 

contact Screw terminal
Standard axis 6mm/4.6mm

Item no.: 49.27016.200
7-position switch Screw 
connection Standard 

axis 6mm/4.6mm

Item no.: 49.27215.000
7-position switch with signal 

contact Screw terminal
Standard axis 6mm/4.6mm

Item no.: 49.27315.000
7-position switch with signal 

contact Screw terminal
Standard axis 6mm/4.6mm

Item no.: 49.41015.300
Angle of rotation switch 

Screw connection 
Standard axis
6mm/4.6mm

Item no.: 49.32015.000
On/Off switch Screw 
connection Standard 

axis 6mm/4.6mm

Item no.: 49.42015.000
On/Off switch Screw 
connection Standard 

axis 6mm/4.6mm

Item no.: 49.21015.600
Expansion angle 

switch F6.3 
Connection

Standard axis
6mm/4.6mm

Item no.: 49.21015.610
Expansion angle 

switch F6.3 
Connection

Standard axis
6mm/4.6mm

Item no.: 49.22015.500
On/Off switch 

F6.3 Connection
Standard axis
6mm/4.6mm

Item no.: 49.22015.700
On/Off switch 

F6.3 Connection
Standard axis
6mm/4.6mm

Item no.: 49.23815.540
Expansion angle 

switch F6.3 
Connection

Standard axis
6mm/4.6mm

Item no.: 49.24215.520
4-position 

switch F6.3 
Connection

Standard axis
6mm/4.6mm

Item no.: 49.25215.520
5-position switch with signal 

contact F6.3 Connection
Standard axis 6mm/4.6mm

Item no.: 49.25215.530
5-position switch with signal 

contact F6.3 Connection
Standard axis 6mm/4.6mm

Item no.: 49.27015.500
7-position 

switch F6.3 
Connection

Standard axis
6mm/4.6mm

Item no.: 49.27215.520
7-position switch with signal 

contact F6.3 Connection
Standard axis 6mm/4.6mm

Item no.: 49.41015.500
Angle of rotation 

switch F6.3 
Connection

Standard axis
6mm/4.6mm

Item no.: 49.41015.705
Angle of rotation 

switch F6.3
Connection

Standard axis
6mm/4.6mm

Item no.: 49.42015.500
On/Off switch 

F6.3 Connection
Standard axis
6mm/4.6mm

Cam Switch Series 49 with F6.3 Connection
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E.G.O. Temperature controller 55.10 1-pole

E.G.O. Temperature controllers 55.13 1-pole

For the series
55.13 and 55.18 applies: 
Switching capacity
16 (2.6) A / 240 Volt
10 (1.6) A / 400 Volt

For the series
55.10
Switching capacity
16 (2.6) A / 240 Volt
10 (1.6) A / 400 Volt

Example picture

Item no.:Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.10001.030 0-40 380 - 6 205 - 13mm axle

55.10012.821 30-90 900 - 15 22,5 - Button sensor

55.10022.390 30-110 860 - 6 138 M9x1 -

55.10023.030 30-100 1160 800 6 138 - -

Capillary tube controller for 1-pole control with changeover contact

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.10203.010 0-40 1150 - 6 133 - 13mm axle

Capillary tube controller for 1-pole control with attachment switch

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.10639.010 100-180 2410 - 6 133 - -

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.13002.020 2-40 870 - 6 151 - -

55.13011.110 30-78 350 350 6 94 - -

55.13012.900 20-85 870 790 4 124 - 15mm axle

55.13012.010 31-85 870 - 6 94 - -

55.13014.010 31-85 1470 - 6 94 - -

55.13011.400 29-90 390 280 6 94 - -

55.13019.730 28-93 710 650 3,1 244 - -

55.13019.920 27-95 1270 800 4 203 - -

55.13019.420 31-96 980 - 6 94 - -

55.13012.220 71-100 840 210 9,3 47 - 1/4-circuit sensor

55.13024.020 30-110 1470 - 6 113 M9x1 -

55.13022.010 31-110 870 - 6 113 M9x1 -

55.13024.050 30-110 1470 500 6 113 - -

55.13022.450 36-114 870 800 39,5 - - Special probe

55.13022.510 30-115 870 790 4 124 - 15mm axle

55.13025.040 30-115 1730 800 4 124 - -

55.13022.530 30-135 870 790 4 124 - 15mm axle

55.13032.140 97-180 870 700 6 83 M9x1 -

55.13032.120 100-180 870 - 6 96 - -

55.13034.100 97-185 1470 1100 6 87 M9x1 -

55.13039.300 94-190 1090 960 6 64 M10x1 -

55.13034.120 97-190 1430 1100 6 87 M9x1 -

55.13039.110 100-195 830 450 4 157 - -

55.13032.390 60-200 870 - 6 77 M9x1 -

55.13039.120 60-215 2290 2100 6 77 - -

55.13042.210 50-250 830 450 3,1 201 - -

55.13043.010 47-250 1130 - 3,1 201 - -

55.13046.010 50-250 2790 - 3,1 201 - -

55.13043.060 55-255 1170 1100 3,1 201 - -

55.13053.180 55-258 1170 - 3,1 201 - -

55.13049.140 70-270 3130 - 7,5 30,5 - Special probe

55.13059.020 50-280 1230 800 3,1 160 - -

55.13052.150 60-300 830 800 4 100 - -

55.13053.140 50-300 1130 1100 4 91 - -

55.13063.160 51-310 1170 800 3,03 160 - -

55.13069.540 49-320 3190 - 3,03 160 - -

55.13062.010 50-320 870 - 3,03 160 - -

55.13069.500 50-320 870 - 3,03 160 - -

55.13069.140 54,324 1270 1180 3,03 147 - -

55.13075.010 50-360 1770 1100 3,03 147 - -

55.13072.130 100-400 830 - 3,9 163 - -

55.13082.010 100-500 830 - 3,9 163 - -

Example picture
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Capillary tube controller for 1-pole control with changeover contact

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.13202.340 2-40 870 - 6 147 - -

55.13219.570 11-70 2380 600 6 98 - -

55.13212.640 29-83 870 - 6 113 - -

55.13216.020 30-85 2930 - 6 113 - -

55.13219.140 30-85 3190 300 6 94 - -

55.13219.310 30-85 1580 1400 6 73 M9x1 -

55.13214.160 0-90 1500 1500 3,1 242 - -

55.13212.500 30-90 870 - 6 98 - -

55.13219.440 30-90 2380 1700 6 98 M9x1 -

55.13219.320 32-90 710 500 6 129 - -

55.13212.500 30-90 870 - 6 98 - -

55.13215.250 30-91 1730 - 3,1 201 - Axis 15mm

55.13214.340 29-91 1470 - 6 113 - -

55.13212.040 29-93 870 - 6 98 - -

55.13212.330 29-93 870 - 6 98 M9x1 -

55.13215.050 30-93 1730 - 6 94 M9x1 -

55.13212.010 28-93 850 - 15/9 42 - Button sensor

55.13219.330 31-93 2420 - 6 98 M9x1 -

55.13212.370 82-96 870 - 6 147 M9x1 -

55.13229.060 52-105 2420 2200 3,1 201 M9x1 -

55.13222.010 31-110 870 - 6 113 - -

55.13229.030 30-110 3190 300 3,1 201 - -

55.13226.030 30-110 2970 800 6 113 M9x1 -

55.13229.050 30-125 2290 1710 3,01 160 - -

55.13239.020 100-180 2290 2260 6 87 - -

55.13239.040 97-185 2380 700 6 87 M9x1 -

55.13232.010 60-200 850 - 6 75 - -

55.13232.040 60-200 870 - 6 77 R 1/4“ -

55.13244.010 50-250 1430 800 3,1 160 M9x1 -

55.13254.030 50-250 1470 1470 3,1 160 - -

55.13254.020 50-280 1470 800 3,03 160 - -

55.13253.010 50-300 1130 1100 3,03 160 - -

55.13254.040 60-300 1430 1400 4 96 - Special screw 

connection

55.13262.010 53-323 870 - 3,03 160 - -

55.13279.010 28-358 980 - 3,03 138 - -

55.13279.020 28-361 980 - 3,03 138 - -

Capillary tube controller for 1-pole control with attachment switch

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.13614.070 30-80 1470 - 6 113 - -

55.13619.180 27-85 1560 1540 20 13,1 - Button sensor

55.13612.030 30-85 870 850 6 94 - -

55.13619.210 30-90 2380 1700 6 98 M9x1 -

55.13612.150 29-94 850 800 20/23 11 - Button sensor

55.13622.080 30-100 870 800 6 113 - -

55.13622.140 30-105 870 780 3,03 178 - Born feeler

55.13624.010 30-110 1470 - 6 113 - -

55.13629.050 30-110 2380 1700 6 113 M9x1 -

55.13622.010 31-110 870 - 6 113 - -

55.13629.040 31-110 1270 1100 6 113 - -

55.13622.160 28-112 870 800 6 113 - -

55.13622.120 30-128 870 - 3,03 178 - -

55.13639.030 96-185 2420 700 6 87 M9x1 -

55.13635.020 120-190 1770 1660 3,1 248 - -

55.13632.030 140-195 870 550 6 77 M9x1 -

55.13645.010 95-210 1770 1600 3,1 201 - -

55.13643.010 50-250 1170 - 3,1 201 - -

55.13649.010 62-250 3190 3090 4 100 - -

55.13669.050 49-320 3190 - 3,03 160 - -

55.13669.030 54-327 1270 1250 3,03 147 - -

55.13663.010 53-323 1170 800 3,03 160 - -

55.13672.020 130-400 830 350 3,9 163 - -
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E.G.O. Temperature controller 55.17 1-pole

E.G.O. Temperature controller 55.14 1-pole

Example picture

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.14014.030 31-83 1480 700 6 113 - -

55.14019.040 30-85 1280 600 6 94 - Special insulation

55.14022.040 30-110 800 - 6 113 M9x1 -

55.14024.020 30-110 1480 - 4 153 - -

55.14012.800 37-110 880 800 6 77 M10x1 -

55.14021.160 30-117 400 - 3,03 178 - -

55.14022.100 37-128 880 780 3,03 78 - -

55.14022.120 28-130 880 - 6 83 - -

55.14041.020 50-225 380 - 7,5 30,5 - Special probe

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.17002.020 0-40 840 - 6 130 - -

55.17012.010 30-85 840 - 6 94 - -

55.17012.040 30-85 880 - 6 94 - -

55.17022.030 30-110 840 - 6 83 - -

55.17039.030 70-184 490 250 6 87 - -

55.17042.060 50-250 840 - 3,03 178 - -

55.17059.360 50-272 1300 320 3 165 - -

55.17059.310 62-295 1060 960 3,03 152 - -

55.17069.140 53-299 950 210 3,03 196 - -

55.17062.420 46-304 840 - 4 96 - -

55.17069.120 52-310 950 - 4 111 - -

55.17062.140 50-320 840 - 3,03 178 - -

55.17063.040 50-320 1440 350 3,03 160 - -

55.17062.440 41-345 840 600 4 107 - -

Capillary tube controller for 1-pole control with changeover contact

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.17219.020 30-90 1000 960 6 103 - -

Example picture

E.G.O. Temperature controller 55.18 1-pole

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.18012.010 31-85 870 - 6 94 - -

55.18019.130 35-85 2020 500 6 113 - -

55.18014.020 34-95 1470 - 6 113 - -

55.18025.020 27-106 1770 500 6 113 - -

55.18022.010 32-110 870 - 6 113 M9x1 -

55.18025.010 35-116 1770 500 6 113 - -

55.18022.040 35-130 870 500 6 113 - -

55.18031.010 121-190 390 - 6 117 - -

55.18032.020 130-190 870 - 6 117 - -

55.18062.050 50-320 870 - 3,03 160 - -

Capillary tube controller for 1-pole control with changeover contact

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.18279.010 40-338 980 50 4 107 - -

Example picture
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For the series
55.19 applies:
Switching capacity
16 (2.6) A / 240 Volt
10 (1.6) A / 400 Volt

Exam

ple

Item no:

picture

Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.19012.050 27-85 870 850 6 129 - -

55.19012.040 28-85 870 - 6 120 -

55.19012.030 29-86 870 - 6 129 -

55.19012.801 30-90 870 790 6 129 M9x1

55.19019.822 30-90 2000 2000 6 130 - -

55.19012.814 35-92 850 850 11 24 - Screw-in sensor

55.19022.801 28-110 870 - 6 129 M9x1

55.19022.020 30-110 870 880 6 129 -

55.19022.040 30-110 870 - 6 138 - -

55.19029.800 30-110 2000 2000 6 130 - -

55.19022.808 31-110 870 - 6 133 -

55.19022.804 29-112 870 850 6 129 - -

55.19022.813 65-158 870 880 3,1 226 -

55.19029.806 73-161 1550 1550 3,03 144 -

55.19032.850 45-170 900 900 3 219 - -

55.19032.803 85-170 900 600 4 231 - -

55.19032.838 85-170 900 900 6 130 -

55.19032.825 75-172 900 900 11 28 - Screw-in sensor

55.19039.815 70-180 600 350 6 87 - -

55.19039.808 93-180 2020 1800 6 133 -

55.19034.800 95-180 1500 1100 6 130 - -

55.19032.070 95-182 870 750 6 133 M9x1

55.19032.010 98-182 850 800 11 28 - Screw-in sensor

55.19036.800 105-182 2970 2600 6 133 - Seal

55.19039.816 80-184 570 - 6 87 -

55.19034.805 81-184 1470 - 6 87 -

55.19039.800 90-185 1300 1300 4 231 - -

55.19035.802 100-185 1800 1600 4 231 M9x1 -

55.19032.100 101-185 870 520 6 133 M10x1 -

55.19032.816 106-185 850 860 8 - - Special probe

55.19032.831 101-187 870 700 6 133 M10x1 -

55.19034.040 48-190 1470 - 6 107 M9x1 -

55.19039.822 80-190 570 - 6 87 - -

55.19032.040 104-190 870 - 6 133 M9x1

55.19032.840 96-192 870 650 4 235 -

55.19035.800 101-192 1770 1450 6 133 M9x1

55.19032.807 100-194 870 - 4 235 -

55.19039.805 58-195 570 - 4 91 - -

55.19034.060 65-195 1470 - 4 106 - -

55.19032.110 60-200 870 - 6 77 - -

55.19032.090 65-200 870 - 6 77 M9x1 -

55.19034.802 66-206 1470 1450 6 77 - -

55.19059.809 55-249 1270 850 3,1 226 3/8" M8x1 -

55.19052.897 50-255 870 700 3,1 226 M9x1 -

55.19059.802 55-255 980 960 3,1 226 - -

55.19052.803 60-255 870 - 3,1 226 - -

55.19049.803 52-264 1270 - 3,03 160 - -

55.19059.803 59-264 1270 1280 4 120 - -

55.19052.832 50-265 900 800 3 219 M9x1 -

55.19052.800 65-267 870 350 3,1 226 - -

55.19059.803 55-274 1300 1300 4 115 - -

55.19059.805 62-280 1270 1200 3,1 226 - -

55.19052.846 65-281 870 880 3,1 226 - -

55.19052.817 58-282 870 880 3,1 226 - -

55.19054.801 60-287 1470 350 3,1 226 - -

55.19055.800 57-289 1780 1770 3,1 226 - -

55.19052.843 45-295 900 350 4 100 - -

55.19053.807 45-295 1300 350 3 219 - -

55.19059.831 65-296 980 980 3,1 226 - -

55.19052.830 58-297 870 - 3,03 219 - -

55.19052.812 61-298 870 350 3,1 226 - -

55.19052.825 50-300 900 - 6 74 - -

55.19069.802 71-303 1230 - 3 114 - Double probe

55.19052.819 65-315 870 - 3,03 196 - -

E.G.O. Temperature controllers 55.19 1 pole
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Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.19062.813 60-318 870 - 3,03 139 - -

55.19062.802 55-320 870 870 3,1 226 - -

55.19062.800 55-320 870 - 3,1 226 - -

55.19069.831 55-320 1200 - 3,03 120 - 2 probes

55.19062.845 57-320 870 870 3,1 226 - -

55.19064.020 64-320 1470 - 4 124 - -

55.19069.858 55-325 600 - 3,03 120 - 2 probes

55.19062.865 67-346 870 350 3,03 144 - -

55.19072.802 60-358 870 870 3,03 178 - -

55.19072.805 65-415 870 660 3,9 228 - -

55.19082.812 84-422 870 600 3,9 163 - -

55.19082.805 85-455 870 660 3,9 288 - -

55.19082.808 84-466 870 660 3,9 228 - -

55.19082.802 71-508 870 660 3,9 228 - -

55.19084.800 75-500 1470 960 3,9 228 - -

Capillary tube controller for 1-pole control with changeover contact

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.19222.811 70 900 900 6 130 - fixed set 70°C

55.19212.802 30-85 870 850 6 129 - -

55.19219.821 34-86 570 580 3,03 160 - -

55.19219.815 30-90 1000 1000 11 28 - Screw-in sensor

55.19219..010 30-90 1700 - 15 22,5 - Button sensor

55.19219.810 30-90 2020 1930 6 129 - -

55.19219.819 30-90 2020 1930 6 129 - -

55.19212.806 28-91 870 850 6 173 - -

55.19219.825 20-92 980 960 6 129 - -

55.19212.020 30-95 860 - 6 138 M9x1 -

55.19224.801 34-110 1470 - 6 129 - -

55.19222.810 28-122 900 900 6 130 - -

55.19234.800 40-211 1470 - 6 77 - -

55.19243.010 55-250 1170 1100 3,1 226 M9x1 -

55.19252.807 46-267 870 880 6 77 - -

55.19256.800 62-278 2970 1200 3,1 226 M0x1 -

55.19259.811 62-280 1270 1200 3,1 226 - -

Capillary tube controller for 1-pole control with attachment switch

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.19619.030 30-91 980 960 6 173 - -

55.19622.010 30-111 870 850 6 129 - -

55.19629.010 37-110 570 - 6 129 - -

55.19639.020 53-180 1170 960 6 133 - -

55.19639.800 91-185 2420 1200 4 235 - -

55.19632.040 99-185 870 700 4 235 - -

55.19632.030 65-189 870 700 4 116 - -

55.19659.010 55-260 1270 1280 4 120 - -

55.19662.010 100-350 870 850 3 144 - -
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E.G.O. Temperature controller 55.34 3-pole

For the series
55.34 applies:

Switching capacity
16 (2.6) A / 240 Volt
10 (1.6) A / 400 Volt

Item no:

Example picture

Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.34002.010 0-40 870 - 25 123 - Spiral probe

55.34011.040 30-78 400 350 6 113 - -

55.34012.030 27-85 880 - 6 129 - -

55.34014.150 27-85 1480 - 6 129 - -

55.34011.250 30-90 400 400 6 113 - -

55.34014.190 30-93 1480 1100 6 129 M9x1 -

55.34015.010 30-93 1780 - 6 173 M9x1 2-pole

55.34022.020 34-110 880 - 6 138 M9x1 -

55.34022.030 32-110 880 - 6 138 - -

55.34024.060 32-110 1488 1100 6 138 M9x1 -

55.34022.802 30-110 880 - 6 129 M9x1 -

55.34023.801 30-110 1180 1150 6 129 - -

55.34023.815 30-110 1180 580 6 129 - -

55.34024.805 32-112 1480 - 6 129 - -

55.34039.837 100-175 2030 600 6 133 - -

55.34035.130 93-180 1780 1400 6 129 M10x1 -

55.34035.080 95-180 1780 1400 6 133 M9x1 -

55.34032.320 100-180 880 - 6,5 144 Union nut -

55.34039.030 100-180 2300 450 6 133 M9x1 -

55.34032.858 102-182 880 750 6 133 M10x1 -

55.34039.800 101-182 2030 1750 6 133 - -

55.34034.010 94-185 1480 800 6 117 - -

55.34039.020 95-185 2430 - 6 133 M9x1 -

55.34039.856 60-187 2850 990 4 235 M9x1 -

55.34033.801 60-188 1180 1100 4 235 - -

55.34035.110 95-188 1780 1400 6 177 - -

55.34032.863 56-190 900 670 6 130 M10x1 -

55.34034.170 98-190 1480 - 6 133 - -

55.34032.800 100-192 880 - 6 199 - -

55.34035.090 95-195 1780 1400 6 117 M9x1 -

55.34034.801 102-198 1480 1350 6 129 - -

55.34034.210 60-200 1480 - 3,1 235 - -

55.34032.010 60-200 880 - 6 142 - -

55.34032.430 65-200 880 800 6 77 M9x1 -

55.34032.030 65-200 880 - 6 77 - -

55.34032.060 65-200 880 - 6 77 M9x1 -

55.34035.100 96-210 1780 1600 3,1 226 - -

55.34032.110 60-220 880 - 6 77 - -

55.34044.020 95-220 1480 1100 6 117 M9x1 -

55.34042.805 55.-240 880 350 4 91 - -

55.34042.170 48-250 880 850 3,1 226 - -

55.34059.807 108-266 1180 1150 6 77 - -

55.34059.805 89-268 1280 1250 4 128 - -

55.34052.809 50-275 880 880 3,1 226 - -

55.34052.817 50-290 880 - 3,1 226 - -

55.34053.050 48-300 1180 500 3,1 226 - -

55.34054.060 50-300 1440 - 4 292 - -

55.34055.020 50-300 1780 800 6 77 - -

55.34052.010 50-300 880 - 6 77 - -

55.34052.060 50-300 880 800 4 292 - -

55.34052.150 50-300 880 350 3,1 226 - -

55.34062.826 65-305 880 880 4 235 - -

55.34059.806 106-308 1180 1150 6 77 - -

55.34052.807 68-309 880 880 3,1 226 - -

55.34052.812 70-309 880 880 3,1 226 - -

55.34052.819 72-309 880 - 3,1 226 - -

55.34052.811 78-309 880 350 4 91 - -

55.34064.030 50-320 1480 1400 3,1 226 - -

55.34063.811 63-320 1180 1150 3,1 226 - -

55.34062.819 53-330 880 - 3,9 228 - -

55.34069.804 72-330 1280 1250 4 128 - -

55.34062.803 100-330 900 - 6 75 - -

55.34062.150 60-350 880 880 4 128 - -

55.34062.010 100-350 870 - 6 75 - -
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Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.34065.010 97-350 1780 1600 6 77 - -

55.34069.030 100-350 2430 1100 6 77 - -

55.34079.050 142-370 990 500 4 292 - -

55.34079.010 91-400 920 800 3,9 308 - -

55.34089.010 90-470 920 800 3,9 309 - -

55.34083.050 70-490 1180 960 3,9 380 - 90° angled probe

55.34083.803 70-512 1180 1170 3,9 228 - -

55.34093.800 70-512 1180 - 3,9 228 - -

Capillary tube controller for 3-pole control with changeover contact

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.34226.040 32-110 2980 2200 6 138 M9x1 -

55.34232.010 95-180 880 800 6 133 - -

55.34235.010 110-190 1780 1500 4 157 - -

55.34232.030 118-190 880 350 6 133 - Seal

55.34256.020 58-300 2980 2260 6 77 - -

Capillary tube controller for 3-pole control with attachment switch

Item no: Temperature range °C Cap. pipe length isolated Probe Length Screw connection Comment

55.34673.010 60-390 1100 600 3,9 228 - -

55.34683.010 100-645 1100 600 3,9 228 - -

100-615 Controller for radiant heating elements for large kitchens
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E.G.O. Protection temperature limiter 55.115 1-pole

Example picture

Item no: Switch-off temperature °C Cap. pipe length isolated Probe Length Screw connection Comment

55.11515.010 98 1770 - 3,1 248 - -

55.11513.010 110 1090 120 6 83 - -

55.11529.010 130 195 - 4 91 - -

55.11539.801 177 580 560 3,03 160 - -

55.11533.010 185 1170 - 4 91 - -

55.11549.080 240 530 340 4 91 - -

55.11549.050 245 2290 2220 6 77 - -

55.11541.080 250 400 - 3,1 160 - bent. Probe

E.G.O. Protection temperature limiter 55.135 1-pole

For the series
55.135 applies:
Switching capacity
16 (2.6) A / 400 Volt

Item no:

Example picture

Switch-off temperature

°C
Cap. pipe length isolated Probe Length Screw connection Comment

55.13501.030 48 390 325 6 94 - -

55.13512.190 90 870 - 6 77 - -

55.13512.120 90 870 - 6 98 - -

55.13519.070 98 1050 - 8 8 - -

55.13522.460 105 870 - 6 77 - -

55.13526.010 110 2930 500 6 98 - -

55.13521.100 115 390 - 6 77 M9x1 -

55.13524.100 120 1470 - 6 129 M10x1 -

55.13523.060 125 1170 800 4 128 - -

55.13525.050 126 1770 800 6 129 M9x1 -

55.13522.090 130 870 - 6 129 - -

55.13529.220 130 2420 - 6 129 - -

55.13522.020 132 870 - 3,1 248 M9x1 -

55.13522.420 132 830 - 3,1 248 special crate -

55.13529.210 135 520 - 6 77 - -

55.13524.080 140 1470 - 5 96 - -

55.13529.170 140 1540 1350 6 77 - -

55.13522.050 145 870 - 6 77 - -

55.13522.250 145 870 - 6 77 M9x1 -

55.13523.070 145 1170 - 4 100 - -

55.13523.070 145 1170 - 4 100 - -

55.13522.190 150 870 - 6 87 - -

55.13539.040 160 1580 1550 6 77 - -

55.13525.010 178 1170 1600 4 91 - -

55.13531.010 190 390 - 3,03 178 M9x1 -

55.13542.200 220 870 - 6 77 M9x1 -

55.13542.220 225 870 800 3,03 178 - -

55.13549.010 230 710 210 6 77 - -

55.13549.030 230 1090 - 6 98 M9x1 -

55.13542.250 245 870 600 3,1 201 - -

55.13542.900 246 870 - 6 77 - -

55.13542.100 246 870 - 6 77 M9x1 -

55.13552.160 291 870 - 5 91 - -

55.13552.010 298 870 - 6 77 - -

55.13569.070 320 1540 1250 6 77 - -

55.13562.010 329 870 - 3,03 160 - -

55.13563.020 340 1130 - 3,1 201 - -

55.13562.060 350 830 450 3,03 141 - -

55.13575.020 365 1730 1710 3,03 160 - -

55.13583.010 420 1130 700 3,9 228 - -



E.G.O. Protection temperature limiter 55.195 1-pole

Example picture

Item no: Switch-off temperature °C Cap. pipe length isolated Probe Length Screw connection Comment

55.19523.010 107 1170 1150 6 77 - -

55.19522.020 131 870 - 6 129 - -

55.19522.060 146 870 800 6 133 - -

55.19522.080 150 870 850 3,01 226 - -

55.19546.010 220 2970 2600 6 142 Seal -

55.19542.010 222 870 - 6 142 M9x1 -

55.19542.040 224 870 750 6 133 M10x1 -

55.19549.030 225 2200 1750 6 87 - -

55.19549.040 226 790 - 3,03 178 - -

55.19542.200 226 870 - 6 77 - -

55.19542.020 227 870 - 6 133 M10x1 -

55.19542.110 233 870 700 6 133 - -

55.19542.170 234 850 - 11 18,5 - Button sensor

55.19542.130 235 870 - 6 77 - -

55.19542.090 237 870 800 6 133 - -

55.19544.010 238 1470 - 4 124 - -

55.19545.010 238 1770 1450 6 133 M9x1 -

55.19543.010 247 1170 1150 6 133 - -

55.19544.020 250 1470 1460 6 87 - -

55.19544.020 256 1470 - 4 124 - -

55.19562.020 327 870 - 6 77 - -

55.19562.080 329 870 660 6 77 M10x1 -

55.19562.010 358 900 - 6 74 - -

55.19572.020 360 870 850 3,1 201 - -

55.19572.010 365 870 850 4 120 - -

55.19584.020 410 1470 960 3,9 228 - -

55.19582.030 512 870 660 3,9 228 - -

55.19584.010 512 1470 960 3,9 228 M8x1 -

E.G.O. Protection temperature limiter 55.315 3-pole

For the series
55,315
applies:
Switching 
capacity
20 (4) A / 400 Volt

Example picture

Item no: Switch-off temperature °C Cap. pipe length isolated Probe Length Screw connection Comment

55.31522.060 115 830 750 6 173 - -

55.31522.230 127 830 - 6 235 - -

55.31522.250 130 830 350 6 129 - -

55.31524.030 135 1430 800 6 173 M9x1 -

55.31532.060 140 830 800 6 177 - -

55.31532.050 160 830 800 6 173 - -

55.31531.010 170 350 350 3,1 524 - -

55.31542.080 220 810 660 14 105 - semi-circular sensor

55.31549.050 225 940 800 6 157 - -

55.31542.140 230 830 - 6 239 - -

55.31542.050 230 830 - 6 239 M9x1 -

55.31542.240 230 830 600 6 167 M10x1 -

55.31544.010 230 1430 1100 6 177 M9x1 -

55.31545.020 230 1730 1400 6 219 - -

55.31544.050 240 1430 1100 6 177 M9x1 -

55.31549.060 240 2380 1100 6 177 M9x1 -

55.31549.020 250 1230 800 6 157 - -

55.31544.030 250 1430 1100 6 219 - -

55.31546.020 250 2530 1600 6 239 - -

55.31549.040 250 2530 1600 6 239 - -

55.31559.010 260 2250 800 6 219 M9x1 -

55.31559.020 285 940 860 6 157 - -

55.31552.150 290 830 - 6 219 - -

55.31549.930 295 670 350 4 157 - -

55.31554.020 320 1430 800 6 177 M9x1 -

55.31566.010 350 940 890 6 157 - -
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E.G.O. Protection temperature limiter 55.325 3-pole

For the series
55,325
applies:
Switching 
capacity
30 (5) A / 400 Volt

Example picture

Item no: Switch-off temperature °C Cap. pipe length isolated Probe Length Screw connection Comment

55.32512.180 80 890 800 6 107 - -

55.32511.140 95 410 250 6 77 - -

55.32519.160 95 2040 1250 6 73 - -

55.32521.160 105 410 410 4 107 - -

55.32524.010 105 1490 - 6 94 M9x1 -

55.32524.050 105 1490 - 4 188 - -

55.32524.170 105 1490 350 6 94 M9x1 -

55.32519.801 108 600 600 3 190 - -

55.32522.010 110 890 - 6 94 - -

55.32524.080 110 1490 - 6 94 - -

55.32519.802 110 2000 2000 6 74 - -

55.32529.190 120 870 500 6 94 - -

55.32522.809 120 890 - 6 94 - -

55.32529.801 124 890 850 6 77 - -

55.32511.100 125 410 400 6 92 - -

55.32522.831 125 900 900 4 120 - -

55.32522.080 130 890 - 6 73 - -

55.32523.030 130 1190 - 3,9 163 - -

55.53524.020 135 1490 - 6 73 M9x1 -

55.32524.160 135 1490 1350 6 73 M9x1 -

55.32522.810 139 890 - 6 77 M9x1 -

55.32522.843 139 890 - 6 77 M10x1 -

55.32522.814 140 890 850 3,1 226 - -

55.32522.808 140 890 850 6 177 - -

55.32522.480 140 890 800 6 87 - -

55.32522.821 140 900 900 6 89 - -

55.32522.815 142 890 850 6 87 - -

55.32525.060 145 1790 - 3,03 178 M9x1 -

55.32529.810 150 1100 - 3 188 - -

55.32524.030 150 1490 1250 6 87 M9x1 -

55.32529.819 150 1700 1100 6 74 - -

55.32527.010 150 4800 - 6 98 - -

55.32522.210 154 890 800 6 87 - -

55.32532.050 155 830 - 4 124 - -

55.32522.852 156 890 800 6 87 - -

55.32522.811 157 890 700 6 77 - -

55.32522.827 157 890 850 3,1 226 - -

55.32529.815 157 1710 1100 6 77 - -

55.32532.805 163 890 850 6 87 - -

55.32539.030 165 2440 800 6 77 M9x1 -

55.32532.809 167 890 850 6 87 - -

55.32532.020 169 890 210/210 4 128 - Special insulation

55.32521.020 170 410 400 6 73 - -

55.32532.820 176 890 800 6 87 - -

55.32534.010 180 1490 1450 6 77 - -

55.32532.829 190 2990 2950 4 120 - -

55.32532.190 196 890 350 6 87 - -

55.32532.200 200 890 800 3,03 178 - -

55.32542.020 220 1170 800 7 41 - -

55.32549.060 220 1890 700 6 133 - -

55.32542.370 230 890 700 4 120 - -

55.32542.826 230 900 670 6 75 M9x1 -

55.32544.050 230 1490 1100 6 87 M9x1 -

55.32542.822 232 890 500 6 98 M10x1 -

55.32542.835 232 890 700 6 98 M10x1 -

55.32545.030 235 1790 1400 6 87 M9x1 -

55.32545.090 235 1790 1710 6 87 M9x1 -

55.32545.802 235 1790 1600 4 94 M9x1 -

55.32543.803 236 1190 990 6 77 - -

55.32542.857 237 890 700 6 98 M10x1 -

55.32542.813 238 890 800 6 87 M10x1 -

55.32546.801 238 2990 2150 6 87 M9x1 -

55.32542.836 239 890 - 6 87 - -

55.32542.130 240 890 600 6 87 - -

55.32549.812 240 1710 1100 6 77 - -

55.32549.050 240 2310 - 6 87 - -
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Item no: Switch-off temperature °C Cap. pipe length isolated Probe Length Screw connection Comment

55.32542.807 250 890 850 6 77 - -

55.32549.811 254 2590 1600 6 87 - -

55.32559.010 255 730 700 3,1 307 - -

55.32542.230 255 890 350 4 157 - -

55.32549.814 255 890 850 6 77 - -

55.32554.060 255 1490 1100 6 77 - -

55.32549.816 256 1290 1100 6 77 - -

55.32549.824 256 1290 1100 6 77 - -

55.32545.800 257 1790 1750 4 120 - -

55.32544.822 258 1490 1350 6 87 - -

55.32542.858 259 890 850 6 87 - -

55.32542.859 259 890 850 6 87 - -

55.32549.806 259 2310 2260 6 87 - -

55.32552.814 281 890 850 6 77 - -

55.32552.808 293 890 850 4 120 - -

55.32554.800 299 1490 1450 4 120 - -

55.32555.800 309 1790 1750 4 120 - -

55.32564.010 315 1490 1100 6 77 - -

55.32562.810 335 890 700 3,1 188 M9x1 -

55.32562.804 337 870 850 11 18,5 - Probe M14x1

55.32563.010 340 1190 - 4 128 - -

55.32562.828 342 890 - 3,03 186 - -

55.32562.820 344 890 850 6 77 - -

55.32562.090 350 890 - 6 77 - -

55.32562.808 350 890 850 3,1 188 M10x1 -

55.32563.060 350 1190 1100 4 100 - -

55.32564.040 350 1490 800 6 77 - -

55.32562.800 355 890 850 3,1 188 - -

55.32562.811 356 890 850 3,1 188 - -

55.32562.847 357 870 850 6 53 - Screw-in sensor

55.32566.806 358 2990 960 6 87 - -

55.32572.804 360 870 850 11 36 - -

55.32562.822 360 890 - 6 77 - -

55.32562.835 360 890 850 4 120 - -

55.32562.806 360 890 850 4 120 - -

55.32574.010 360 1490 1450 4 120 - -

55.32574.030 360 1490 1100 4 120 - -

55.32574.040 360 1490 800 3,1 186 - -

55.32574.110 360 1490 1450 4 120 - -

55.32574.800 360 1490 1450 4 120 - -

55.32566.800 360 2990 2950 6 77 - -

55.32562.829 363 890 700 6 77 - -

55.32562.807 365 890 700 4 120 M10x1 -

55.32562.802 365 890 850 4 120 - -

55.32573.100 365 1190 390 4 100 - -

55.32569.814 365 1290 1230 4 120 - -

55.32573.060 380 1190 800 3,9 163 - -

55.32582.804 420 890 890 4 308 - -

55.32582.800 500 890 - 3,9 308 - -

55.32582.030 520 890 400 3,9 228 - -

55.32582.814 572 870 700 3,9 228 - -

55.32583.804 580 1190 800 3,9 163 - -
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E.G.O. Protection temperature limiter 55.335 3-pole

For the series
55,335
applies:
Switching 
capacity
20 (3.3) A / 400 Volt

Example picture

Item no: Switch-off temperature °C Cap. pipe length isolated Probe Length Screw connection Comment

55.33522.010 110 870 - 6 129 - -

55.33532.080 152 870 600 4 188 M14x1 Born feeler

55.33532.150 152 870 600 4 188 M14x1 -

55.33544.020 220 1470 - 6 73 M9x1 -

55.33549.020 220 2290 2100 6 113 - -

55.33542.090 230 870 - 6 107 - -

55.33544.010 230 1470 1100 6 117 M9x1 -

55.33549.030 230 2900 450 6 87 - -

55.33543.010 240 1170 960 3,1 226 - -

55.33544.040 250 1470 1100 6 107 M9x1 -

55.33555.080 260 1170 1170 6 87 - -

55.33542.030 275 870 350 4 157 - -

55.33555.030 282 1770 1710 4 157 - -

55.33542.100 285 870 350 4 128 - -

55.33555.010 295 1770 1490 4 128 - -

55.33559.030 300 520 - 4 157 - -

55.33559.020 300 710 700 3,1 307 - -

55.33564.010 340 1470 - 6 87 - -



Item no: Temperature range °C

Switch-off temperature

°C

Cap. pipe length TR

Cap. pipe length STB

Isolated TR

insulated STB

Sensor TR

Probe STB

Length TR

Length STB

Screw connection
TR

Screw connection 

STB

Comment TR

Comment STB

55.60019.340 2-75 390 300 6 113 - -

98 270 300 5 123 - -

55.60019.010 29-78 520 450 6 113 - -

92 390 330 6 94 - -

55.60011.230 31-80 390 365 5 120 - -

95 520 400 6 94 - -

55.60019.380 37-80 520 425 9 105 - -

95 390 340 9 86 - -

55.60012.320 30-80 870 800 8 73 - CU sensor

99 870 800 6,5 68 CU sensor

55.60012.350 30-80 870 Special insulation 8 70 - CU sensor

99 870 Special insulation 6,5 66 - CU sensor

55.60012.530 5-80 870 - 6 83 - -

99 870 - 6 98 - -

55.60011.030 30-80 390 300 6 129 - -

110 390 320 6 94 - -

55.60012.300 26-82 870 800 6 147 - -

110 870 800 6 94 - -

55.60019.020 38-84 390 340 6 173 - -

94 520 420 9 84 - CU sensor

55.60019.230 36-84 520 450 8 99 - -

115 520 500 8 85 - -

55.60019.150 34-84 710 - 6 129 - -

125 710 - 6 94 - -

55.60012.060 1-85 870 800 6 116 - -

100 870 800 6 94 - -

55.60019.240 37-85 520 390 9 105 - CU sensor

108 390 340 9 78,5 - CU sensor

55.60012.420 30-85 870 800 6 129 - -

110 870 800 6 94 - -

55.60012.180 30-85 870 850 6 129 - -

110 870 850 6 94 - -

55.60019.470 28-85 390 210 8 104 - CU sensor

110 185 120 8 70 - CU sensor

55.60012.030 32-85 870 800 6 129 - -

110 870 800 6 94 - -

55.60012.010 30-85 870 - 6 129 - -

110 870 - 6 94 - -

55.60022.010 32-110 870 - 6 138 - -

140 870 - 6 83 - -

55.60035.010 135-180 1770 6 167 M9x1 -

230 1770 6 87 M9x1 -

E.G.O. Controller/limiter combination

Example picture
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Accessories Thermostats

Item no.: 31.271
Screw connection male 

thread M12 x 0.75 female 
thread M9 x 1 diameter 

6.5

Item no.: 31.272
Screw connection male 
thread M14 x 1 female 
thread M9 x 1 diameter 

6.5

Item no.: 31.336
Screw connection male 
thread M14 x 1 female 
thread M9 x 1 diameter 

6.5

Item no.: 31.260
Immersion sleeve closed 

Thread 1/2" Sensor holder 
6.5mm Length from thread 

210mm

Item no.: 31.270
Immersion sleeve closed 

Thread 1/2" Sensor holder 
6.5mm Length from thread 

150mm

Item no.: 31.270
Immersion sleeve 

open Thread M12 x 
0.75

Sensor holder thread M9 x 1 
Length from thread 51mm

Item no.: 31.136
Sensor Clamp 
Sensor 6mm

Unit 10 pieces

Item no.: 31.137
Probe clamp Probe 

8mm
Unit 10 pieces

Item no.: 31.135
Sensor clamp 
Sensor 6mm 

Radiator 8,5mm PU 
10 pieces

Item no.: 31.117
Sensor Clamp 
Sensor 6mm 

Radiator 8,5mm PU 
1 piece

Item no.: 31.403
Sensor Clamp 
Sensor 6mm 

Radiator 8,5mm PU 
1 piece

Item no.: 31.006
Sensor clamp 
Sensor 4mm 

Radiator 8,5mm PU 
10 pieces

Item no.: 31.138
Sensor Clamp 
Sensor 6mm 

Radiator
Unit 10 pieces

Item no.: 31.419
Sensor clamp 
Sensor 6mm 

Radiator 8,5mm PU 
10 pieces

Item no.: 31.417
Sensor Clamp 
Sensor 6mm 

Radiator 8,5mm PU 
1 piece

Item no.: 31.005
Sensor clamp 

Sensor 6mm flat 
radiator PU 1 piece

Item no.: 31.020
Connecting pin M4 

PU 1 piece

Item no.: 617.078
Connection 

bracket for series 
55.13

PU 1 piece

Item no.: 617.079
Connection 

bracket for series 
55.34

PU 1 piece
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1 03.591 D14112 12/24 AC/DC 1 CO-12A(9)---NTC/PTC NTC/PTC/DI DI - X

1 03.797 D14212 12 AC/DC 2 CO-12A(9) CO-8A(4)--NTC NTC/DI DI - X

1 03.314 D14223 230 AC 2 CO-12A(9) CO-8A(4)--NTC/PTC NTC/PTC/DI DI - X

1 03.456 D14323 230 AC 3 CO-12A(9) NO-5A(4) NO-8A(4)-NTC/PTC NTC/PTC/DI DI - -

1 03.742 D14312 12 AC/DC 3 CO-12A(9) NO-5A(4) NO-8A(4) NO-5A(4) NTC/PTC NTC/PTC/DI DI - -

1 03.426 D14423 230 AC 4 NO-12A(9) NO-5A(4) NO-5A(4)-NTC/PTC NTC/PTC/DI NTC/PTC/DI - -

2 03.460 D14123 230 AC 1 NO-12A(9)---NTC/PTC NTC/PTC/DI - - -

3 03.310 D10123 230 AC 1 CO-12A(9)---NTC/PTC DI DI - -

3 03.427 D10223 230 AC 2 CO-12A(9) CO-8A(4)--NTC/PTC NTC/PTC/DI DI - -

3 03.811 D10323 230 AC 3 CO-12A(9) NO-5A(4) NO-8A(4)-NTC/PTC NTC/PTC/DI DI - -

Installation dimension 

71 x 29mm

Installation dimension 

71 x 29mm

Fig. 1 Fig. 2 Fig. 3

Frame dimension 136 x 

29mm Installation dimension 71 x 

29mm

A.K.O. Cooling controller
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Item no. 418708 Item no. 418119
Designation: IDPlus 902 NTC Designation: IDPlus 902 NTC
Eliwell: IDP11D07G0000 Eliwell: IDP11D03G0000
Relay type: 1 CO Relay type: 1 CO
Relay switching 
capacities:

8 amps Relay switching 
capacities:

8 amps

Supply: 230 Volt AC Supply: 12 Volt AC / DC
Display range NTC: - 50°C to + 110°C Display range NTC: - 50°C to + 110°C
Display range PTC: - 55°C to + 140°C Display range PTC: - 55°C to + 140°C
Display range Pt1000: - 55°C to + 150°C Display range Pt1000: - 55°C to + 150°C

Electronic controllers Eliwell series IDPlus 902 / IDPlus 961 32x74mm Cooling / Heating

Common features: 

Konfiguration: 

Dimensions: Operating 

temperature: functions: 

Conectivity:

4 pre-installed Kofigurationen selectable and restorable Front 

79 x 37mm, depth 59mm

-5°C to +55°C

HACCP, DCC, Easy Map, COH

To Televis System and ModBus

Item no. 91405 Item no. 418709
Designation: IDPlus 961 NTC Designation: IDPlus 961 NTC
Eliwell: IDP17D07G0000 Eliwell: IDP17D03G0000
Relay type: 1 CO Relay type: 1 CO
Relay switching 
capacities:

12 amps Relay switching 
capacities:

12 amps

Supply: 230 Volt AC Supply: 12 Volt AC / DC
Display range NTC: - 50°C to + 110°C Display range NTC: - 50°C to + 110°C
Display range PTC: - 55°C to + 140°C Display range PTC: - 55°C to + 140°C
Display range Pt1000: - 55°C to + 150°C Display range Pt1000: - 55°C to + 150°C

Electronic controllers Eliwell series IDPlus 971 / IDPlus 974 32x74mm Cooling

Item no. 90247 Item no. 418710
Designation: IDPlus 971 NTC Designation: IDPlus 971 NTC
Eliwell: IDP29DB7G0000 Eliwell: IID29DBG0000
Relay type: 1 NO; 1 CO Relay type: 1 NO; 1 CO
Relay switching 
capacities:

12 amps / 8 amps Relay switching 
capacities:

12 amps / 8 amps

Supply: 230 Volt AC Supply: 12 Volt AC / DC
Display range NTC: - 50°C to + 110°C Display range NTC: - 50°C to + 110°C
Display range PTC: - 55°C to + 140°C Display range PTC: - 55°C to + 140°C
Display range Pt1000: - 55°C to + 150°C Display range Pt1000: - 55°C to + 150°C

Item no. 31399 Item no. 418711
Designation: IDPlus 974 NTC Designation: IDPlus 974 NTC
Eliwell: IDP2EDB7G0000 Eliwell: IDP2ED83G0000
Relay type: 1 NO; 1 NO; 1 CO Relay type: 1 NO ; 1 NO ; 1 CO
Relay switching 
capacities:

12 amp / 5 amp / 8 amp Relay switching 
capacities:

12 amp / 5 amp / 8 amp

Supply: 230 Volt AC Supply: 12 Volt AC / DC
Display range NTC: - 50°C to + 110°C Display range NTC: - 50°C to + 110°C
Display range PTC: - 55°C to + 140°C Display range PTC: - 55°C to + 140°C
Display range Pt1000: - 55°C to + 150°C Display range Pt1000: - 55°C to + 150°C
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Item no. 03.690 Item no. 418160
Designation: ICPlus 902 NTC-PTC 230 Volt Designation: ICPlus 902 NTC-PTC 12/24 Volt
Eliwell: ICP16D0750000 Eliwell: ICP11D0450000
Relay type: 1 CO Relay type: 1 CO
Relay switching 
capacities:

15 amps Relay switching 
capacities:

8 amps

Supply: 230 Volt AC Supply: 12 - 24 Volt AC/DC
Display range NTC: -50°C to +110°C Display range NTC: - 50°C to + 110°C
Display range PTC: -50°C to +140°C Display range PTC: - 55°C to + 140°C

ICPlus 902 Temperature controller 32x74 cooling/heating

Common features: 

Dimensions: Operating 

temperature:

Front 79 x 37mm, depth 59mm (+0.2/-0.1mm)

-0°C to +55°C

Item no. 418120 Item no. 90246
Designation: ICPlus 902 Pt 100 12/24 Volt Designation: ICPlus 902 Pt 100 230 Volt
Eliwell: ICP11J0450000 Eliwell: ICP11J0750000
Relay type: 1 CO Relay type: 1 CO
Relay switching 
capacities:

8 amps Relay switching 
capacities:

8 amps

Supply: 12 - 24 Volt AC/DC Supply: 230 Volt AC
Display range Pt100: - 150°C to + 650 °C Pt100 Display range Pt100: - 150°C to + 650 °C Pt100
Display range TcJ: - 40°C to + 750°C TcJ Display range TcJ: - 40°C to + 750°C TcJ
Display range TcK: - 40°C to + 1350°C TcK Display range TcK: - 40°C to + 1350°C TcK

Electronic controllers Eliwell ICPlus 915 series 32x74mm Cooling / Heating

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching 
capacities: Supply: 
Display range NTC: 
Display range PTC:

418714
ICPlus 915 NTC-PTC 230 Volt 
ICP22DI750000
1 CO; 1 NO;
8 amps / 8 amps
230 Volt AC
- 50°C to + 110°C
- 50°C to + 140°C

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching 
capacities: Supply: 
Display range NTC: 
Display range PTC:

418715
ICPlus 915 NTC-PTC 12/24 Volt AC/DC 
ICP22DI450000
1 CO ; 1 NO
8 amps / 8 amps
12 - 24 Volt AC / 12 - 36 Volt DC
- 50°C to + 110°C
- 55°C to + 140°C

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching 
capacities: Supply: 
Display range Pt100: 
Display range TcJ: 
Display range TcK:

03.568
ICPlus 915 J/K PT100 230 Volt 
ICP22JI750000
1 NO ; 1 NO
8 amps ; 8 amps
230 Volt AC
- 150°C to + 650 °C
- 40°C to + 750°C
- 40°C to + 1350°C

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching 
capacities: Supply: 
Display range Pt100: 
Display range TcJ: 
Display range TcK:

418713
ICPlus 915 J/K PT100 12/24 Volt 
ICP22JI450000
1 NO ; 1 NO
8 amps ; 8 amps
12 - 24 Volt AC / 12 - 36 Volt DC
- 150°C to + 650 °C
- 40°C to + 750°C
- 40°C to + 1350°C



IDNext Temperature

controller EN 60730-1 / EN 60730-2-9

Built-in electronic control unit

Open-loop control unit (without safety functions)

-55°C to +55°C (23°F - 131°F)

Bluetooth enabled with separately available dongle and Eliwell Air 

App

Common features: Conforms to 

the following standards: Device 

version: Device function: 

Operating ambient conditions:

Item no. 419179 Item no..: 419183
Designation: IDNext 902 P Designation: IDNext 971 P/B

Eliwell: IDNS02P6D107000 Eliwell: IDN971P9D307000
Supply: 230V AC Supply: 230V AC
Measuring range: -55°C to +150°C Measuring range: -55 to +150°C
Sensor type: NTC / PTC / PT1000 Sensor type: NTC / PTC / PT1000
Number of relays: 1 Number of relays: 2
Relay 1: NO (SPST) 10A Relay 1: NO (SPST) 12A
Digital input: 1 x DI Relay 2: CO (SPDT) 8A
Bluetooth: Yes Digital input: 1 x DI
Summer: No Summer: Yes
Real time clock: No Real time clock: No

Item no. 419178 Item no..: 419182
Designation: IDNext 902 P Designation: IDNext 971 P/B

Eliwell: IDN902P6D103000 Eliwell: IDN971P9D303000
Supply: 12V AC/DC Supply: 12V AC/DC
Measuring range: -55°C to +150°C Measuring range: -55°C to +150°C
Sensor type: NTC / PTC / PT1000 Sensor type: NTC / PTC / PT1000
Number of relays: 1 Number of relays: 2
Relay 1: NO (SPST) 10A Relay 1: NO (SPST) 12A
Digital input: 1 x DI Relay 2: CO (SPDT) 8A
Summer: No Digital input: 1 x DI
Real time clock: No Summer: Yes

Real time clock: No

Item no..: 419180 Item no..: 419184
Designation: IDNext 961 P Designation: IDNext 974 P/B
Eliwell: IDN961P7D103000 Eliwell: IDN974PED303000
Supply: 12V AC/DC Supply: 12V AC/DC
Measuring range: -55°C to +150°C Measuring range: -55°C to +150°C
Sensor type: NTC / PTC / PT1000 Sensor type: NTC / PTC / PT1000
Number of relays: 1 Number of relays: 3
Relay 1: NO (SPST) 12A Relay 1: NO (SPST) 12A
Digital input: 1 x DI Relay 2: CO (SPDT) 8A
Summer: No Relay 3: NO (SPST) 5A
Real time clock: No Digital input: 1 x DI

Summer:
Real time clock:

Yes
No

Item no..: 419181

Designation: IDNext 961 P Item no..: 419185
Eliwell: IDN961P7D107000 Designation: IDNext974 P/B
Supply: 230V AC Eliwell: IDN974PED307000
Measuring range: -55°C to +150°C Supply: 230V AC
Sensor type: NTC / PTC / PT1000 Measuring range: -55°C to +150°C
Number of relays: 1 Sensor type: NTC / PTC / PT1000
Relay 1: NO (SPST) 12A Number of relays: 3
Digital input: 1 x DI Relay 1: NO (SPST) 12A
Summer: No Relay 2: CO (SPDT) 8A
Real time clock: No Relay 3: NO (SPST) 5A

Digital input: 1 x DI
Summer: Yes

34

Real time clock: No
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IDNext Temperature 

Controller

Item no..: 419186 Item no..: 419190
Designation: IDNext 974 P/C Designation: IDNext 978 P/CI
Eliwell: IDN974PED507000 Eliwell: IDN978P3D527000
Supply: 230V AC Supply: 230V AC
Measuring range: -55°C to +150°C Measuring range: -55°C to +150°C
Sensor type: NTC / PTC / PT1000 Sensor type: NTC / PTC / PT1000
Number of relays: 3 Number of relays: 4
Relay 1: NO (SPST) 12A Relay 1: VSC
Relay 2: CO (SPDT) 8A Relay 2: CO (SPDT) 10A
Relay 3: NO (SPST) 5A Relay 3: NO (SPST) 8A
Digital input: 1 x DI Relay 4: NO (SPST) 5A
Summer: No Digital input: 1 x DI
Real time clock: Yes Summer:

Real time clock:
No
Yes

Item no.: 
Description: 
Eliwell: 
Supply: 
Measuring 
range: 
Sensor type: 
Number of 
relays: Relay 
1:
Relay 2:
Relay 3: 
Digital input: 
Buzzer: Real 
time clock:

419187
IDNext 974 P/CI 
IDN974PND527000 
230V AC
-55°C to +150°C 
NTC / PTC / PT1000 
3
VSC
CO (SPDT) 10A 
NO (SPST) 8A 
1 x DI
No 
Yes

Item no.: 
Description: 
Eliwell: 
Supply: 
Measuring 
range: 
Sensor type: 
Number of 
relays: Relay 
1:
Relay 2:
Relay 3:
Relay 4: 
Digital input: 
Buzzer: Real 
time clock:

419188
IDNext 978 P/B 
IDN978P4D307000 
230V AC
-55°C to +150°C 
NTC / PTC / PT1000 
4
NO (SPST) 10A 
CO (SPDT) 8A 
NO (SPST) 5A 
NO (SPST) 5A 
1 x DI
Yes 
No

Item no.: 
Description: 
Eliwell: 
Supply: 
Measuring 
range: 
Sensor type: 
Number of 
relays: Relay 
1:
Relay 2:
Relay 3:
Relay 4: 
Digital input: 
Buzzer: Real 
time clock:

419189
IDNext 978 P/C 
IDN978P4D507000 
230V AC
-55°C to +150°C 
NTC / PTC / PT1000 
4
NO (SPST) 10A 
CO (SPDT) 8A 
NO (SPST) 5A 
NO (SPST) 5A 
1 x DI
No 
Yes

Accessories IDNext temperature 

controller

Item no.: 
Description:

419192
DONGLE BTLE 4.2 DATALOG AIR
Bluetooth dongle for connection IDNext With 
the smartphone with ELIWELL AIR APP 
Including MEMORY Card for data logging

Eliwell: ADBT4200001000

Item no.: 
Description:

419193
CBL. 5V 1m JST XHP-5 / MOLEX
5263 PVC - TTL standard connection cable 
BTLE Dongle <> IDNext

Eliwell: CO000232

Item no.: 
Description:

419195
Bus adapter 150 DONGLE for connecting 
the IDNext controllers to the Televis 
monitoring system via RS485, including 
TTL cable 30cm

Eliwell: BA00000XD000
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DIN Universal Controller Eliwell Series DR4020 / DR 4022

Common features: 

Dimensions: Operating 

temperature: 

Connectivity DR4020: 

Connectivity DR4022:

Front 79 x 37mm, depth 59mm (+0.2/-0.1mm)

-0°C to +55°C

TTL port for connection to Copy Card and Unicard

TTL port and built-in RS485 interface for connection to TelevisSystem or systems with ModBus 

protocol

Item no. 
Description: 
Eliwell: Relay 
type:

418190

DIN universal controller Eliwell DR4020
Pt100 E4D12E00BH710
1 NO; 1CO

Relay switching capacities: 8 amps; 8 amps
Supply:100...240 Volt AC
Display range Pt100: - 200°C to + 800°C

(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:

418121
DIN universal controller Eliwell DR4020
Pt100 E4D12E00BH410
1 NO; 1CO

Relay switching capacities: 8 amps; 8 amps
Supply:12...24 Volt AC/DC
Display range Pt100: - 200°C to + 800°C

(Sensor not included in delivery)

418639
DIN universal controller Eliwell DR4020
NTC/PTC/Pt1000 E4D12N00BH710
1 NO; 1CO

Power supply: 100...240 Volt
AC
- 50°C to + 110°C
- 55°C to + 150°C

(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching capacities: 8 amps; 8 amps
Supply: Display 
range NTC: Display 
range PTC:
Display range Pt100: - 200°C to + 800°C

Item no. 
Description: 
Eliwell: Relay 
type:

Supply: Display 
rangeTcJ: Display 
range TcK:

418729
DIN universal controller Eliwell DR4020 TC 
100 E4D12A00BD710
1 NO; 1CO

Relay switching capacities: 8 amps; 8 amps
100...240 Volt AC
- 40°C to + 760°C
- 40°C to + 1350°C
(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:

Supply: Display 
rangeTcJ: Display 
range TcK:

418730
DIN universal controller Eliwell DR4020 
TC E4D12A00BD410
1 NO; 1CO

Relay switching capacities: 8 amps; 8 amps
12...24 Volt AC/DC
- 40°C to + 760°C
- 40°C to + 1350°C
(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:

Supply: Display 
range NTC: Display 
range PTC:

418731
DIN universal controller Eliwell DR4020
NTC/PTC/Pt1000 E4D12N00BH410
1 NO; 1CO

Relay switching capacities: 8 amps; 8 amps
12...24 Volt AC/DC
- 50°C to + 110°C
- 55°C to + 150°C

Display range Pt100: Pt1000: - 200°C to + 800°C
(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:

418737
DIN universal controller Eliwell DR4020
V/I/Pt100 E4D12I00BN710
1 NO; 1CO

Relay switching capacities: 8 amps; 8 amps
Supply:100...240 Volt AC
Display range Pt100: - 200°C to + 800°C

V-I: 0…1 V
0…5 V
0…10 V
0...20 mA
4...20 mA

(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:

418738
DIN universal controller Eliwell DR4020
V/I/Pt100 E4D12I00BN410
1 NO; 1CO

Relay switching capacities: 8 amps; 8 amps
Supply:12...24 Volt AC/DC
Display range Pt100: - 200°C to + 800°C

V-I: 0…1 V
0…5 V
0…10 V
0...20 mA
4...20 mA

[The max. load at +12V supply of the sensor is 60mA] (sensor 
not included in the scope of delivery)
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Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching 
capacity Supply: 
Indicator range Pt100

418773
DIN universal controller Eliwell DR4022
Pt100 E4D12EASBH710
1NO ; 1CO
8 amps ; 8 amps 
100...240 volts AC
-200°C to +800°C
(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching capacity 
Supply: Indicator range 
NTC: Indicator range 
PTC: Indicator range
Pt1000:

418774
DIN Universal controller Eliwell DR4022
NTC/PTC/Pt1000 E4D12NASBH710
1NO ; 1CO
8 amps ; 8 amps 
100...240 volts AC
-50°C to +110°C
-55°C to +150°C
-200°C to +800°C
(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching 
capacity Supply: 
Display range TcJ: 
Display range TcK:

418775
DIN universal controller Eliwell DR4022 
TC E4D12AASBD710
1NO ; 1CO
8 amps ; 8 amps 
100...240 volts AC
-40°C to +760°C
-40°C to +1350°C
(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching 
capacity Supply: 
Indicator range Pt100:

418776
DIN universal controller Eliwell DR4022
V/I/Pt100 E4D12IASBN710
1 NO; 1CO
8 amps; 8 amps 
100...240 volts AC
- 200°C to + 800°C

V-I: 0…1 V
0…5 V
0…10 V
0...20 mA
4...20 mA

(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching 
capacity Supply: 
Indicator range Pt100:

418777
DIN universal controller Eliwell DR4022
V/I/Pt100 E4D12VASBN410
1 NO; 1CO
8 amps; 8 amps 
12...24 Volt AC/DC
- 200°C to + 800°C

V-I: 0…1 V
0…5 V
0…10 V
0...20 mA
4...20 mA

(Sensor not included in delivery)

DIN Universal Controller Eliwell Series DR4020 / DR 4022
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DIN universal controller Eliwell series EW4820 (SSR) / EW 4822 (SSR)

Common features: 

Dimensions: Operating 

temperature:
Front 48x48mm, depth 113mm

- 5°C to + 55°C
Connectivity EW4820 (SSR): TTL port for connection to Copy Card or Televis system
Connectivity EW4822 (SSR): TTL port for connection to Copy Card or Televis system + built-in RS-485 interface for 

connection to systems with ModBus protocol

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching 
capacity Supply: 
Indicator range Pt100:

418786
Universal controller Eliwell DR4820
V/I/Pt100 E481BI0XBH700
1 CO; 1NO
3 amps; 2 amps 
100...240 volts AC
- 200°C to + 800°C

V-I: 0…1 V
0…5 V
0…10 V
0...20 mA
4...20 mA

(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching 
capacity Supply: 
Indicator range Pt100:

418787
Universal controller Eliwell DR4820 Output SSR
V/I/Pt100 E481SIoXBN700
1 CO; 1NO
3 amps; 2 amps 
100...240 volts AC
- 200°C to + 800°C

V-I: 0…1 V
0…5 V
0…10 V
0...20 mA
4...20 mA

(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching capacity 
Supply: Display range 
Pt100: Display range
Pt1000: Display range 
NTC: Display range 
PTC: Display range TcJ: 
Display range TcK:

418391
Universal controller Eliwell EW4820 
Pt100/Pt1000/NTC/PT/TC E481BP0PMH700
1 CO; 1 NO
3 amps; 2 amps
100...240 Volt AC
- 200°C to + 800°C
- 200°C to + 800°C
- 50°C to + 110°C
- 55°C to + 150°C
- 40°C to + 760°C
- 40°C to + 1350°C
(Sensor not included in delivery)

Item no. 
Description:

Eliwell: 
relay 
type:
Relay switching capacity 
Supply: Display range 
Pt100: Display range
Pt1000: Display range 
NTC: Display range 
PTC: Display range TcJ: 
Display range TcK:

418788
Universal controller Eliwell EW4820 Output SSR
Pt100/ Pt1000/NTC/PT/TC

E481SP0PMH700 
1 CO; 1 NO
3 amps; 2 amps
100...240 Volt AC
- 200°C to + 800°C
- 200°C to + 800°C
- 50°C to + 110°C
- 55°C to + 150°C
- 40°C to + 760°C
- 40°C to + 1350°C
(Sensor not included in delivery)

Item no. 
Description: 
Eliwell: Relay 
type:
Relay switching capacity 
Supply: Display range 
Pt100: Display range
Pt1000: Display range 
NTC: Display range 
PTC: Display range TcJ: 
Display range TcK:

418789
Universal controller Eliwell EW4820 
Pt100/Pt1000/NTC/PT/TC E481BP0PMH400
1 CO; 1 NO
3 amps; 2 amps 
12...24 Volt AC/DC
- 200°C to + 800°C
- 200°C to + 800°C
- 50°C to + 110°C
- 55°C to + 150°C
- 40°C to + 760°C
- 40°C to + 1350°C
(Sensor not included in delivery)

Item no. 
Description:

Eliwell: 
relay 
type:
Relay switching capacity 
Supply: Display range 
Pt100: Display range
Pt1000: Display range 
NTC: Display range 
PTC: Display range TcJ: 
Display range TcK:

418790
Universal controller Eliwell EW4820 Output SSR
Pt100/ Pt1000/NTC/PT/TC

E481SP0PMH400 
1 CO; 1 NO
3 amps; 2 amps 
12...24 Volt AC/DC
- 200°C to + 800°C
- 200°C to + 800°C
- 50°C to + 110°C
- 55°C to + 150°C
- 40°C to + 760°C
- 40°C to + 1350°C
(Sensor not included in delivery)



Item no.: 
Description: 
Eliwell: Relay 
type:
Relay switching 
capacities: Analog 
output: Supply: Display 
range Pt100:

418791
Universal controller Eliwell
EW4822V/I/Pt100 E481BIISBH700
1 CO; 1 NO
3 amps; 2 amps 
4...20 milliamps 
100...240 volts AC
- 200°C to + 800°C

V-I: 0…1 V
0…5 V
0…10 V
0...20 mA
4...20 mA

(Sensor not included in delivery)

Item no. 
Description:

Eliwell: 
relay 
type:
Relay switching 
capacities Analog 
output: Supply: Display 
range Pt100: Display 
range Pt1000: Display 
range NTC: Display 
range PTC: Display 
range TcJ: Display 
range TcK:

418792
Universal controller Eliwell EW4822 
Pt100/Pt1000/ NTC/PT/TC

E481BPIQMH700 
1 CO; 1 NO
3 amps; 2 amps 
4...20 milliamps 
100...240 volts AC
- 200°C to + 800°C
- 200°C to + 800°C
- 50°C to + 110°C
- 55°C to + 150°C
- 40°C to + 760°C
- 40°C to + 1350°C
(Sensor not included in delivery)

Item no. 
Description:

Eliwell: 
relay 
type:
Relay switching 
capacities Analog 
output: Supply: 
Display range Pt100:
Display range NTC: 
Display range PTC: 
Display range TcJ: 
Display range TcK:

Item no.: 418793
Designation: Universal controller Eliwell EW4822 
Pt100/Pt1000/ NTC/PT/TC

Eliwell: E481BPVQMH700
Relay type: 1 CO; 1 NO
Relay switching capacities: 3 Amps; 2 Amps 
Analog output: 0...10 Volt
Supply: 100...240 Volt AC Display range 
Pt100: - 200°C to + 800°C

Display range Pt1000: Display range Pt1000: - 200°C to + 800°C
Display range NTC: - 50°C to + 110°C 
Display range PTC: - 55°C to + 150°C 
Display range TcJ: - 40°C to + 760°C 
Display range TcK: - 40°C to + 1350°C 
(sensor not included in delivery)

Item no. 
Description:

Eliwell: 
relay 
type:
Relay switching 
capacities Analog 
output: Supply: Display 
range Pt100: Display 
range Pt1000: Display 
range NTC: Display 
range PTC: Display 
range TcJ: Display 
range TcK:

418794
Universal controller Eliwell EW4822 Output 
SSR Pt100/Pt1000/NTC/PT/TC

E481SPIQMH700 
1 CO; 1 NO
3 amps; 2 amps 
0...20 milliamps 
100...240 volts AC
- 200°C to + 800°C
- 200°C to + 800°C
- 50°C to + 110°C
- 55°C to + 150°C
- 40°C to + 760°C
- 40°C to + 1350°C
(Sensor not included in delivery)

Item no. 
Description:

Eliwell: 
relay 
type:
Relay switching 
capacities Analog 
output: Supply: Display 
range Pt100: Display 
range Pt1000: Display 
range NTC: Display 
range PTC: Display 
range TcJ: Display 
range TcK:

418795
Universal controller Eliwell EW4822 
Pt100/Pt1000/ NTC/PT/TC

E481BPIQMH400 
1 CO; 1 NO
3 amps; 2 amps 
4...20 milliamps 
12...24 volts AC/DC
- 200°C to + 800°C
- 200°C to + 800°C
- 50°C to + 110°C
- 55°C to + 150°C
- 40°C to + 760°C
- 40°C to + 1350°C
(Sensor not included in delivery)

Item no. 
Description:

Eliwell: 
relay 
type:
Relay switching 
capacities Analog 
output: Supply: Display 
range Pt100: Display 
range Pt1000: Display 
range NTC: Display 
range PTC: Display 
range TcJ: Display 
range TcK:

418798
Universal controller Eliwell EW4822 Output 
SSR Pt100/Pt1000/NTC/PT/TC

E481SPIQMH400
Relay type: 1 CO; 1 NO
3 amps; 2 amps 
0...20 milliamps 
12...24 volts AC/DC
- 200°C to + 800°C
- 200°C to + 800°C
- 50°C to + 110°C
- 55°C to + 150°C
- 40°C to + 760°C
- 40°C to + 1350°C
(Sensor not included in delivery)
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Order number Eliwell Sleev

e

Protection 

class
91442 SN691150

Black sleeve 
5x20mm IP67

418739

418740

418743

418745

90248

418746

418747

90250

418748

90249

418352

418749

418750

SN691300

SN8DAE11502C0

SN8DAE13002C0

SN200009

SN206000

SN2TAE51502C0

SN9S0A2500

SN9DAE11502C6

SN9DAE13002C6

SN7DAE11502C0

SN7DAE13002C0

SN300000

SN400000

Black sleeve 
5x20mm

Stainless steel 
AISI304 
6x20mm

Stainless steel 
AISI304 
6x20mm

Stainless steel 
AISI316 
6x100mm

Stainless steel 
AISI316 
6x100mm

Stainless steel 
AISI304 
6x50mm

Stainless steel 
AISI304 
6x40mm

Stainless steel 
AISI304 
6x20mm

Stainless steel 
AISI304 
6x20mm

Stainless steel 
AISI304 
6x20mm

Stainless steel 
AISI304 
6x20mm

Stainless steel 
AISI316 
6x100mm

Stainless steel 
AISI304 
6x100mm

Sensor Eliwell NTC, PTC Pt1000, Pt100, TcJ, TcK
Sensor typeCable lengthTemperature range 

Temperaturbereich

NTC1,5m PVC-50°C to +110°C

NTC3,0m PVC-50°C to +110°C

NTC1,5m TPE-50°C to +110°C

NTC3.0m TPE-50°C to +110°C

Pt1003,0m Vertrotex0°C to +600°C

Pt1003,0m silicon-40°C to +200°C

Pt1001,5m TPE-50°C to +110°C

Pt10002,5m silicon-50°C to +200°C

Pt10001,5m TPE-50°C to +110°C

Pt10003,0m TPE-50°C to +110°C

PTC1,5m TPE-50°C to +110°C

PTC3.0m TPE-50°C to +110°C

TcJ3.0m Vertrotex0°C to +350°C

TcK3.0m Vertrotex-40°C to +1150°C

Accessories Eliwell

IP67

IP68

IP68

IP44

IP67

IP68

IP67

IP68

IP68

IP68

IP68

IP44

IP45

Item no. 
Description: 
Eliwell: 
Suitable for:

90256
Plexiglas protective cover for electronic 
controller IZ000272
Series 32 x 74mm

Controller not included in delivery

Item no. 
Description: 
Eliwell:

90254
Eliwell Copycard 
CC0S00A00M000
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Item no. 419034
Eliwell 7TELEVISBOX with 2-year licence 

set with base station and 8 temperature 
sensors

connect & forget

vorkonfigurierte, ready-to-use solution for automatic 
monitoring of the storage temperature of food in

- Butcher's shop
- Gastronomy

- Fruit and vegetable trade
- Bakeries
- Fish Trade

- Fast food and take away
- Hotel

- Cold storage etc...

TelvisBox offers:

EASY INSTALLATION, thanks to battery operated 
wireless sensors

EASE OF OPERATION with printable reports in PDF 
format

EASY ACCESS via Smartphone, Tablet, PC etc. thanks 
to web browser based Benutzeroberfläche

Item no. 419035
Eliwell 7TELEVISBOX with 5-year licence 

Set with base station and 8 temperature 
sensors

connect & forget

vorkonfigurierte, ready-to-use solution for automatic 
monitoring of the storage temperature of food in

- Butcher's shop
- Gastronomy

- Fruit and vegetable trade
- Bakeries
- Fish Trade

- Fast food and take away
- Hotel

- Cold storage etc...

TelvisBox offers:

EASY INSTALLATION, thanks to battery operated 
wireless sensors

EASE OF OPERATION with printable reports in PDF 
format

EASY ACCESS via Smartphone, Tablet, PC etc. thanks 
to web browser based Benutzeroberfläche
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1

Small contactors ABB

ABB motor / power contactors

Fig. order no. AC1 (A) Supply AC3/400V kW Main contacts Auxiliary 
contacts

Connection Type ABB

1 90235 20 A 24VDC 4 3NO 1NC Screw connection BC6-30-01-01

1 90236 20 A 24VAC 4 2NO/2NC - Screw connection B6-22-00-01

1 90229 20 A 24VAC 4 3NO 1NC Screw connection B6-30-01-01

1 90230 20 A 24VAC 4 3NO 1NO Screw connection B6-30-10-01

1 90233 20 A 24VAC 4 4NO - Screw connection B6-40-00-01

1 90237 20 A 220-240VAC 4 2NO/2NC - Screw connection B6-22-00-80

1 90231 20 A 220-240VAC 4 3NO 1NC Screw connection B6-30-01-80

1 90232 20 A 220-240VAC 4 3NO 1NO Screw connection B6-30-10-80

1 9050 20 A 220-240VAC 4 4NO - Screw connection B6-40-00-80

1 90242 20 A 24VDC 5,5 3NO 1NC Screw connection BC7-30-01-01

1 90243 20 A 24VDC 5,5 3NO 1NO Screw connection BC7-30-10-01

1 90238 20 A 24VAC 5,5 3NO 1NC Screw connection B7-30-10-01

1 90234 20 A 24VAC 5,5 3NO 1NO Screw connection B7-30-10-01

2 90239 20 A 24VAC 5,5 3NO 1NO Plug connection B7-30-10-F-01

1 90240 20 A 220-240VAC 5,5 3NO 1NC Screw connection B7-30-01-80

1 90241 20 A 220-240VAC 5,5 3NO 1NO Screw connection B7-30-10-80
1 9049 20 A 220-240VAC 5,5 4NO - Screw connection B7-40-00-80

2

Fig. order no. AC1 (A)

1

Supply AC3/400V kW

2

Main contacts

3

Auxiliary 

contacts

Connection Type ABB

1 90199 25 24-60V 4 3NO 1NC Screw connection AF09-30-01-11

1 90208 25 100-250V 4 3NO 1NC Screw connection AF09-30-01-13

1 90209 25 100-250V 4 3NO 1NO Screw connection AF09-30-10-13

1 90200 28 24-60V 5,5 3NO 1NC Screw connection AF12-30-10-11

1 90210 28 100-250V 5,5 3NO 1NC Screw connection AF12-30-01-13

1 90211 28 100-250V 5,5 3NO 1NO Screw connection AF12-30-10-13

1 90201 30 24-60V 7,5 3NO 1NC Screw connection AF16-30-01-11

1 90212 30 100-250V 7,5 3NO 1NC Screw connection AF16-30-01-13

1 90213 30 100-250V 7,5 3NO 1NO Screw connection AF16-30-10-13

1 90202 45 24-60V 11 3NO - Screw connection AF26-30-00-11

1 90214 45 100-250V 11 3NO - Screw connection AF26-30-00-11

3 90215 45 100-250V 11 3NO 1NO/1NC Screw connection AF26-30-11-13

1 90203 50 24-60V 15 3NO - Screw connection AF30-30-00-11

1 90216 50 100-250V 15 3NO - Screw connection AF30-30-00-13

1 90217 50 100-250V 18,5 3NO - Screw connection AF38-30-00-13

1 90204 70 24-60V 18,5 3NO - Screw connection AF40-30-00-11

1 90218 70 100-250V 18,5 3NO - Screw connection AF40-30-00-13

2 90205 70 24-60V 18,5 3NO 1NO/1NC Screw connection AF40-30-11-11

2 90219 70 100-250V 18,5 3NO 1NO/1NC Screw connection AF40-30-11-13

1 90206 100 24-60V 22 3NO - Screw connection AF52-30-00-11

1 90220 100 100-250V 22 3NO - Screw connection AF52-30-00-13

2 90207 100 24-60V 22 3NO 1NO/1NC Screw connection AF52-30-11-11
2 90211 100 100-250V 22 3NO 1NO/1NC Screw connection AF52-30-11-13
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ISKRA motor / power contactors

1 03.415 16 220-240VAC 5,5 3NO 1NC Plug connection K07MF 01

1 03.416 16 220-240VAC 5,5 3NO 1NO Plug connection K07MF 10

2 03.402 20 12VDC 5,5 3NO 1NC Screw connection K07MG 01

2 03.401 20 12VDC 5,5 3NO 1NO Screw connection K07MG 10

2 03.417 20 24VDC 5,5 3NO 1NC Screw connection K07MG 01

2 03.418 20 24VDC 5,5 3NO 1NO Screw connection K07MG 10

2 03.406 20 12VAC 5,5 3NO 1NC Screw connection K07M 01

2 03.405 20 12VAC 5,5 3NO 1NO Screw connection K07M 10

2 03.412 20 24VAC 5,5 3NO 1NO Screw connection K07M 10

2 03.212 20 220-240VAC 5,5 3NO 1NC Screw connection K07M 01

2 03.213 20 220-240VAC 5,5 3NO 1NO Screw connection K07M 10

2 03.413 20 400VAC 5,5 3NO 1NC Screw connection K07M 01

2 03.414 20 400VAC 5,5 3NO 1NO Screw connection K07M 10

3 03.547 20 220-240VAC 2,2 3NO 1NC Screw connection K03M 01

3 03.546 20 220-240VAC 2,2 3NO 1NO Screw connection K03M 10

4 03.420 25 24VAC 4 3NO 1NO Screw connection KNL9 10

4 03.203 25 220-240VAC 4 3NO 1NC Screw connection KNL9 01

4 03.204 25 220-240VAC 4 3NO 1NO Screw connection KNL9 10

4 03.421 25 400VAC 4 3NO 1NC Screw connection KNL9 01

4 03.219 25 220-240VAC 7,5 3NO 1NC Screw connection KNL16 01

4 03.224 25 220-240VAC 7,5 3NO 1NO Screw connection KNL16 10

4 03.423 35 220-240VAC 11 3NO - Screw connection KNL22

ISKRA contactors

1 2 3 4

AC3/400V kW Main contacts Auxiliary 

contacts

Fig. order no. AC1 (A) Supply Connectio

n

Type Iskra

order no. AC1 (A) Supply contacts Connection Type Iskra

03.207 20 230VAC 2NO/2NC Screw connection K07C 22

03.206 20 230VAC 3NO/1NC Screw connection K07C 31
03.205 20 230VAC 4NO Screw connection K03C 40



Relay 

level relay

Item no.: 416038
Level relay Cicar 

Voltage 230 V 
Voltage type AC 
connection F6.3 

Type
RL30/3ES/F/G

Power relays

Item no. 03.312
Manufacturer: 

FINDER Supply:
230VAC Switching 

capacity: 10 A 
Function: 3CO

Connection: flat plug 4.8mm 
Mounting type: lug mounting 

Dimensions: 52x32.2x36.5 mm
manufacturer no.: 60.63.8.230.0000

Item no. 03.812
Manufacturer: 

FINDER Supply:
230VAC Switching 

capacity: 30 A 
Function: 2CO 

Connection: F6.3
Mounting type: lug mounting 

Manufacturer no.:66.82.8.230.0000

Item no. 03.702
Manufacturer: 

FINDER Supply:
230VAC Switching 

capacity: 16 A 
Function: 3NO

Connection: flat plug 6,3mm 
Mounting type: lug mounting 
Dimensions: 36x38x68 mm

Manufacturer No.: 62.83.8.230.0300

Item no. 03.449
Manufacturer: 

FINDER Power 
supply: 230VAC 

Switching capacity: 
12 A Function: 4CO 

Connection: F4.8 
Grid dimension: 10 

mm
Mounting type: plug-in 

connection Manufacturer No.: 
56.34.8.230.0040

Item no. 03.185
Manufacturer Italiana 
Relè Supply 230VAC 
Switching capacity 30 

A Function 1NO 
Connection F6.3

Mounting type Tab mounting 
Dimensions 36.5x32.2x51.8 mm

Manufacturer No. A1O-230AC-
FA
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Item no.: 39.011
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 39.010
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 39.012
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 39.053
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90154
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90158
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90155
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90157
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90156
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90153
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90152
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90175
Connection: F4.8mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90174
Connection: F4.8mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90173
Connection: F4.8mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 39.002
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 39.003
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 39.001
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 39.009
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90134
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Rocker switch 30 x 11mm 16A / 250 Volt 1 pole

Item no.: 418862
Connection: F6,3mm Ambient 

temperature: 85/125°C 250 Volt / 
30 Ampere

Item no.: 418929
Connection: F6,3mm Ambient 

temperature: 85/125°C 250 Volt / 
30 Ampere

Rocker switch 22 x 19mm 10A / 250 Volt 2-pole

Rocker switch 30 x 22mm 16A / 250 Volt 2-pole

Item no.: 90135
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90136
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90137
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90138
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90139
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90140
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90141
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90142
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40
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Item no.: 90143
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90144
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90145
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Item no.: 90146
Protection cover for rocker 

switch 30 x 22mm

Item no.: 39.899
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 65

Item no.: 39.896
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 65

Item no.: 90151
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 65

Item no.: 90150
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 65

Item no.: 90149
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 65

Item no.: 90148
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 65

Item no.: 90147
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 65

Rocker switch with contact protection 30 x 22mm 16A / 250 Volt 2-pole

Item no.: 90180
Connection: F6.3mm Ambient 

temperature: 85/125°C Protection 
class: IP 40

Rocker switch with rubber sleeve 30 x 22mm 16A / 250 Volt 2-pole

Rocker switch 30 x 22mm 16A / 250 Volt 2-pole

Item no.: 39.029
Connection: F6.3mm Ambient 

temperature: 55/125°C Protection 
class: IP 40

Item no.: 39.031
Connection: F6.3mm Ambient 

temperature: 55/125°C Protection 
class: IP 40

Item no.: 39.030
Connection: F6.3mm Ambient 

temperature: 55/125°C Protection 
class: IP 40

Item no.: 90171
Connection: F6.3mm Ambient 

temperature: 55/125°C Protection 
class: IP 40

Item no.: 90172
Connection: F6.3mm Ambient 

temperature: 55/125°C Protection 
class: IP 40

Rocker switch 30 x 22mm 16A / 250 Volt 2 x 1 pole

Item no.: 39.234
Connection: 

F4.8mm Protection 
class: IP 40

Rocker switch round Ø 20mm 10 A / 250 Volt 1 pole

Item no.: 39.066
Connection: F4.8mm 

Ambient temperature: 85°C 
Protection class: IP 40

Item no.: 39.067
Connection: F4.8mm 

Ambient temperature: 85°C 
Protection class: IP 40

Rocker switch 19 x 13mm 6 A / 250 Volt 2-pole
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Microswitch

Item no. 04.061
Type with pressure pin 
Design: pin actuated 

Voltage: 250 V
Switching capacity: 
16 A Function: 1NC

Connection: 6.3mm flat plug 
Ambient temperature max.: 85 °C 

Total stroke distance: 15 mm
Mounting distance: 22 mm 

Type: BS1011
Operating force: 350 g

Item no. 418025
Type with pressure pin 
Design: pin actuated 

Voltage: 250 V
Switching capacity: 
16 A Function: 1NO

Connection: 6.3 mm flat plug 
Ambient temperature max.: 85 °C 

Total stroke distance: 9 mm
Mounting distance: 22 mm 

Type: BS1010
Operating force: 350 g

Item no. 04.217
Type with pressure pin 
Design: pin actuated 

Voltage: 250 V
Switching 

capacity: 4 A 
Function: 1CO

Connection: flat plug 6.3mm length: 
28 mm Ambient temperature max.: 
125 °C Mounting distance: 22 mm

Type: EF83161.5
Operating force: 20 g

Item no. 91438
System switch ROLD 

Series D83 SB 
Function: 1NO 
Voltage: 250 V

Switching capacity: 16 A 
Connection: flat plug 6,3mm

Item no. 39.285
Type with pressure pin 
Design: pin actuated 

Voltage: 400 V
Switching capacity: 
16 A Function: 2NO

Connection: flat plug 6.3mm 
Ambient temperature max.: 85 °C 

Mounting distance: 22 mm
Type: XTD22AJZ1

Actuating force: 400 g

Control and signalling 

units

Item no. 39.170
Manufacturer:

LAVATO Type: 8
LM2T-C10

Function: 1NO Voltage 
max: 690 V Current: 

10 A

Item no. 39.171
Manufacturer:

LAVATO Type: 8
LM2T-C10

Function: 1NC Voltage 
max: 690 V Current: 

10 A
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Item no.: 90168
Double signal lamp 

30 x 22mm 
Connection F6.3 
Voltage 230 Volt

Temp. in unit 125°C on 
the signal side 55°C

Item no.: 90169
Double signal lamp 

30 x 22mm 
Connection F6.3 
Voltage 230 Volt

Temp. in unit 125°C on 
the signal side 55°C

Item no.: 90170
Double signal lamp 

30 x 22mm 
Connection F6.3 
Voltage 230 Volt

Temp. in unit 125°C on 
the signal side 55°C

Item no.: 90103
Signal lamp Ø 9mm 

Connection F6.3 
Voltage 230 Volt Temp. 
in device 125°C on the 

signal side 55°C

Item no.: 90104
Signal lamp Ø 9mm 

Connection F6.3 
Voltage 230 Volt Temp. 
in device 125°C on the 

signal side 55°C

Item no.: 90105
Signal lamp Ø 10mm 

Connection F6.3 
Voltage 230 Volt Temp. 
in the device 125°C on 

the signal side 55°C

Item no.: 90106
Signal lamp Ø 10mm 

Connection F6.3 
Voltage 230 Volt Temp. 
in the device 125°C on 

the signal side 55°C

Item no.: 90107
Signal lamp Ø 10mm 

Connection F6.3 
Voltage 230 Volt Temp. 
in the device 125°C on 

the signal side 55°C

Item no.: 90108
Signal lamp Ø 10mm 

Connection F6.3 
Voltage 400 Volt Temp. 
in device 125°C on the 

signal side 55°C

Item no.: 90109
Signal lamp Ø 13mm 

Connection F6.3 
Voltage 230 Volt Temp. 
in the device 125°C on 

the signal side 55°C

Item no.: 90110
Signal lamp Ø 13mm 

Connection F6.3 
Voltage 230 Volt Temp. 
in the device 125°C on 

the signal side 55°C

Item no.: 90111
Signal lamp Ø 13mm 

Connection F6.3 
Voltage 230 Volt Temp. 
in the device 125°C on 

the signal side 55°C

Item no.: 90112
Signal lamp Ø 13mm 

connection F6.3

Voltage 230 Volt Temp. 
in device 125°C on the 

signal side 55°C

Item no.: 90113
Signal lamp Ø 13mm 

connection F6.3

Mounting hex nut M13 Mounting hex nut M13
Voltage 230 Volt Temp. 
in device 125°C on the 

signal side 55°C

Item no.: 90100
Signal lamp Ø 6mm 
Connection stranded 
wire 250mm Voltage 

230 Volt Temp. in 
device 125°C on the 

signal side 55°C

Item no.: 90101
Signal lamp Ø 6mm 
Connection stranded 
wire 250mm Voltage 

230 Volt Temp. in 
device 125°C on the 

signal side 55°C

Item no.: 90102
Signal lamp Ø 6mm 
Connection stranded 
wire 250mm Voltage 

230 Volt Temp. in 
device 125°C on the 

signal side 55°C

Item no.: 90114
Plug-in socket Ø 10mm

Item no.: 90115
Plug-in socket Ø 10mm

Item no.: 90116
Plug-in socket Ø 10mm

Item no.: 90117
Plug-in socket Ø 10mm

Item no.: 90118
Plug-in socket Ø 10mm

Item no.: 90119
Plug-in socket Ø 10mm

Double signal lamp 30 x 22mm

Signal lamp Ø 6mm

Signal lamp Ø 9mm

Signal lamp Ø 10mm

Signal lamp Ø 13mm

Plug-in sockets Ø 10mm
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Item no.: 90120
Plug-in socket Ø 12mm

Item no.: 90121Art. no.: 90122
Plug-in socket Ø 12mm Plug-in socket Ø 12mm

Item no.: 90123
Grooving Ø 13mm

Item no.: 90124
Grooving Ø 13mm

Item no.: 90125
Grooving Ø 13mm

Item no.: 90126
Grooving Ø 13mm

Item no.: 90127
Grooving Ø 13mm

Fixing hex nut M13 Fixing hex nut M13 Fixing hex nut M13 Fixing hex nut M13 Fixing hex nut M13 Fixing hex nut M13

Item no.: 90128
Grooving Ø 13mm Fixing 

hexagon nut M13

12 volts 
Max. Temp 75°C

24 volts 
Max. Temp 75°C

230 Volt 
Max. Temp 120°C

Item no.: 90129Art. no.: 90130Art. no.: 90131Art. no.: 90132
Signal element for plug-in sockets Signal element for plug-in sockets Signal element for plug-in sockets Signal element for plug-in sockets

230 Volt lights green 
Max. Temp 120°C

Item no.: 90133
Signal element for plug-in sockets 

400 Volt
Max. Temp 75°C

Sockets Ø 12mm

Sockets Ø 13mm

Signal 

elements
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Signal glow lamps

Item no.: 37.600
Signal glow lamp 

socket: E10
10mm length 28mm

Voltage: 230 Volt 
Colour: clear

Item no.: 37.585
Signal glow lamp 

socket: E10
10mm length 28mm

Voltage: 230 Volt 
Colour: green

Item no.: 37.601
Signal glow lamp 

socket: E10
10mm length 28mm

Voltage: 400 Volt 
Colour: clear

Item no.: 37.586
Signal glow lamp 

socket: E10
10mm length 28mm

Voltage: 400 Volt 
Colour: green

Item no.: 37.602
Signal glow lamp 

socket: E14
14mm length 30mm

Voltage: 230 Volt 
Colour: clear

Item no.: 37.588
Signal glow lamp 

socket: E14
14mm length 30mm

Voltage: 230 Volt 
Colour: green

Item no.: 37.603
Signal glow lamp 

socket: E14
14mm length 30mm

Voltage: 400 Volt 
Colour: clear

Item no.: 37.589
Signal glow lamp 

socket: E14
14mm length 30mm

Voltage: 400 Volt 
Colour: green

Item no.: 37.606
Signal glow lamp 

socket: Ba9s
28mm length 28mm

Voltage: 230 Volt 
Colour: clear

Item no.: 37.607
Signal glow lamp 

socket: Ba9s
28mm length 28mm

Voltage: 400 Volt 
Colour: clear

Item no.: 37.604
Signal glow lamp 

socket: E14
16mm length 54mm

Voltage: 230 Volt 
Colour: clear

Item no.: 37.589
Signal glow lamp 

socket: E14
16mm length 54mm

Voltage: 400 Volt 
Colour: clear

Glass base 

Incandescent lamps

Item no.: 37.597
Signal glow lamp 

socket: T10
10mm length 28mm

Voltage: 24 Volt
Power 2 Watt

Halogen lamps

Item no.: 37.300
Signal glow lamp 

socket: GZ5.3 
Voltage: 230 Volt
Power 25 Watt 
Temperature: 

400°C

Item no.: 37.599
Signal glow lamp 

socket: G4 
Voltage: 12 Volt
Power 20 Watt 
Temperature: 

300°C

Item no.: 37.596
Signal glow lamp 

socket: G4 
Voltage: 12 Volt
Power 10 Watt 
Temperature: 

500°C

Oven lamps 230 Volt

Item no.: 37.610
Oven lamp 
socket: E14

22mm length 46mm

Power: 15 Watt 
Temperature: 

300°C

Item no.: 37.612
Oven lamp 
socket: E14

25mm length 55mm

Power: 25 Watt 
Temperature: 

300°C

Item no.: 37.448
Oven lamp 
socket: E14

24mm length 54mm

Power: 25 Watt 
Temperature: 

500°C

Item no.: 37.611
Oven lamp 
socket: E14

45mm length 75mm

Power: 40 Watt 
Temperature: 

300°C

Item no.: 37.615
Oven lamp 
socket: E14

45mm length 75mm

Power: 25 Watt 
Temperature: 

300°C

Item no.: 37.613
Oven lamp 
socket: E27

45mm length 71mm

Power: 25 Watt 
Temperature: 

300°C

Item no.: 37.614
Oven lamp 
socket: E27

45mm length 71mm

Power: 40 Watt 
Temperature: 

300°C

Item no.: 37.102
Oven lamp 240 Volt 

socket: E27
45mm length 71mm

Power: 25 Watt 
Temperature: 

500°C

Item no.: 37.103
Oven lamp 240 Volt 

socket: E27
45mm length 71mm

Power: 40 Watt 
Temperature: 

500°C

Oven Lamps Complete

Item no.: 37.202
Oven lamp complete 

socket: E14
With shockproof glass 

15 Watt bulb and 
gasket

Item no.: 37.201
Oven lamp complete 

socket: E14
With shockproof glass 

15 Watt bulb and 
gasket

Item no.: 37.701
Oven lamp socket socket: 
E14 without accessories 

37.721 Silicone seal
37,705 Borosilicate glass

37,709 Normal glass

Item no.: 37.712
Oven lamp complete 
socket: E14 47,8mm
With normal glass
40 Watt bulb and 

37.722 gasket
37,724 Replacement 

glass
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Ring cable lug uninsulated

Item no.: 31.007
Ring cable lug Thread 
M4 Nominal range 0.5-

1.0mm² Max. 340°C
PU 100 pieces

Item no.: 31.008
Ring cable lug Thread 
M4 Nominal range 1.0-

2.5mm² Max. 340°C
PU 100 pieces

Item no.: 31.009
Ring cable lug Thread 
M5 Nominal range 1.0-

2.5mm² Max. 340°C
PU 100 pieces

Item no.: 31.010
Ring cable lug Thread 
M6 Nominal range 1.0-

2.5mm² Max. 340°C
PU 100 pieces

Item no.: 31.180
Wire end 

ferrule length 
8mm

Nominal range 
0,75mm² Max. 110°C

PU 100 pieces

Item no.: 31.181
Ferrule length 

10mm
Nominal range 

1.0mm² Max. 110°C
PU 100 pieces

Item no.: 31.182
Ferrule length 

10mm
Nominal range 

1,5mm² Max. 110°C
PU 100 pieces

Item no.: 31.183
Ferrule length 

12mm
Nominal range 

2,5mm² Max. 110°C
PU 100 pieces

Item no.: 31.184
Ferrule length 

12mm
Nominal range 

4,0mm² Max. 110°C
PU 100 pieces

Item no.: 31.185
Ferrule length 

12mm
Nominal range 

6,0mm² Max. 110°C
PU 100 pieces

Item no.: 31.186
Wire end 

ferrule length 
15mm

Nominal range 
10,0mm² Max. 110°C

PU 100 pieces

Item no.: 31.012
Flat receptacle F6.3 
Nominal range 1.0-
2.5mm² Max. 340°C

PU 100 pieces

Item no.: 31.1003
Flat receptacle F6.3 
Nominal range 4.0-
6.0mm² Max. 340°C

PU 100 pieces

Item no.: 31.198
Flat receptacle F6.3 
Nominal range 1.0-
2.5mm² Max. 340°C

PU 100 pieces

Item no.: 31.001
Flat receptacle F6.3 
Nominal range 1.0-
2.5mm² Max. 340°C

PU 100 pieces

Item no.: 31.161
PVC ring cable lug 
Thread M3 Nominal 

range 0.5-1.0mm² Max. 
75°C

PU 100 pieces

Item no.: 31.162
PVC ring cable lug 
Thread M4 Nominal 

range 1.0-2.5mm² Max. 
75°C

PU 100 pieces

Item no.: 31.163
PVC ring cable lug 
Thread M4 Nominal 

range 1.0-2.5mm² Max. 
75°C

PU 100 pieces

Item no.: 31.164
PVC ring cable lug 
Thread M5 Nominal 

range 1.0-2.5mm² Max. 
75°C

PU 100 pieces

Item no.: 31.165
PVC ring cable lug 
Thread M5 Nominal 

range 4.0-6.0mm² Max. 
75°C

PU 100 pieces

Item no.: 31.166
PVC ring cable lug 

Thread M6 Nominal 
range 1.0-2.5mm² Max.

75°C
PU 100 pieces

Item no.: 31.167
PVC ring cable lug 
Thread M6 Nominal 

range 4.0-6.0mm² Max. 
75°C

PU 100 pieces

Item no.: 31.172
PVC ring cable eyes 
Thread M4 Nominal 

range 0.5-1.5mm² Max. 
75°C

PU 100 pieces

Item no.: 31.173
PVC ring cable eyes 
Thread M4 Nominal 

range 1.0-2.5mm² Max. 
75°C

PU 100 pieces

Item no.: 31.174
PVC ring cable eyes 
Thread M5 Nominal 

range 1.0-2.5mm² Max. 
75°C

PU 100 pieces

Item no.: 31.175
PVC ring cable eyes 
Thread M5 Nominal 

range 4.0-6.0mm² Max. 
75°C

PU 100 pieces

Item no.: 31.176
PVC ring cable eyes 
Thread M6 Nominal 

range 1.0-2.5mm² Max. 
75°C

PU 100 pieces

Item no.: 31.177
PVC ring cable eyes 
Thread M6 Nominal 

range 4.0-6.0mm² Max.
75°C

PU 100 pieces

Wire end sleeves 

uninsulated

Flat plug F6.3 uninsulated

Ring cable lug 

insulated

Ring cable eyelets 

insulated
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Flat plug F6.3 insulated

Item no.: 31.150
PVC flat push-on 

receptacle F2.8 Nominal 
range 0.5-1.5mm² Max. 

75°C
PU 100 pieces

Item no.: 31.151
PVC flat push-on 

receptacle F4.8 Nominal 
range 0.5-1.5mm² Max. 

75°C
PU 100 pieces

Item no.: 31.152
PVC flat push-on 

receptacle F4.8 Nominal 
range 1.5-2.5mm² Max. 

75°C
PU 100 pieces

Item no.: 31.153
PVC flat push-on 

receptacle F6.3 Nominal 
range 0.5-1.5mm² Max. 

75°C
PU 100 pieces

Item no.: 31.154
PVC flat push-on 

receptacle F6.3 Nominal 
range 1.5-2.5mm² Max. 

75°C
PU 100 pieces

Item no.: 31.152
PVC flat push-on 

receptacle F6.3 Nominal 
range 4.0-6.0mm² Max.

75°C
PU 100 pieces

Item no.: 31.156
PVC flat push-on 

receptacle F6.3 Nominal 
range 0.5-1.5mm² Max. 

75°C
PU 100 pieces

Item no.: 31.157
PVC flat push-on 

receptacle F6.3 Nominal 
range 1.5-2.5mm² Max. 

75°C
PU 100 pieces

Insulated wire end ferrules

Item no.: 31.189
PVC wire end ferrule 
length 8mm Nominal 
range 0.75mm² Max. 

75°C
PU 100 pieces

Item no.: 31.190
PVC wire end ferrule 

length 10mm 
Nominal range 

1.0mm² Max. 75°C
PU 100 pieces

Item no.: 31.191
PVC wire end ferrule 

length 10mm 
Nominal range 

1.5mm² Max. 75°C
PU 100 pieces

Item no.: 31.192
PVC wire end ferrule 

length 12mm 
Nominal range 

2.5mm² Max. 75°C
PU 100 pieces

Item no.: 31.193
PVC wire end ferrule 

length 12mm 
Nominal range 

4.0mm² Max. 75°C
PU 100 pieces

Item no.: 31.194
PVC wire end ferrule 

length 12mm 
Nominal range 

6.0mm² Max. 75°C
PU 100 pieces

Item no.: 31.195
Wire end ferrule 
Length 15mm 
Nominal range 

10mm² Max. 75°C
PU 100 pieces

Butt connector insulated

Item no.: 31.158
PVC butt connector 
Nominal range 0.5-
1.0mm² Max. 75°C

PU 100 pieces

Item no.: 31.159
PVC butt connector 
Nominal range 1.0-
2.5mm² Max. 75°C

PU 100 pieces

Item no.: 31.158
PVC butt connector 
Nominal range 4.0-
6.0mm² Max. 75°C

PU 100 pieces
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Item no.: 31.114
Ceramic terminals 

Nominal range 
2.5mm² Number of 

poles 4

Item no.: 31.115
Ceramic terminals 

Nominal range 
6.0mm² Number of 

poles 2

Item no.: 31.116
Ceramic terminals 

Nominal range 
6.0mm² Number of 

poles 3

Item no.: 31.414
Ceramic terminals 

Nominal range 
6.0mm² Number of 

poles 4

Ceramic terminal 

blocks

Item no.: 31.021
Insulating tape 
Width: 15mm 

Length: 10 
meters Color: 

black

Insulating Tapes

Item no.: 31.022
Insulating tape 
Width: 15mm 

Length: 10 
meters Color: 

white

Item no.: 31.023
Insulating tape 
Width: 15mm 

Length: 10 
meters Color: 

blue

Item no.: 31.024
Insulating tape 
Width: 15mm 

Length: 10 
meters Color: 

red

Item no.: 31.025
Insulating tape 
Width: 15mm 

Length: 10 
meters Colour: 

grey

Item no.: 31.026
Insulating tape 
width 15mm 

length 10 
meters Colour: 

green

Item no.: 31.055
Glsseide insulating 
tape Width: 12mm 
Length: 20 meters

Max. 130 °C

Item no.: 31.056
Glass silk insulating 
tape width: 19mm
length: 50 meters

Max. 130 °C

Insulating tapes glass 

silk

Item no.: 31.112
Ceramic terminals 

Nominal range 
2.5mm² Number of 

poles 2

Item no.: 31.113
Ceramic terminals 

Nominal range 
2.5mm² Number of 

poles 3

Connection terminals

Item no. 31.355
Mains connection 
terminal 6 -pole
Load max 40 A 

Voltage max 400 V 
Connection M6/M6

Temperature resistance 150 °C
Nominal cross section 6 mm²

Item no.: 418133
Connection 

terminal 12-
pole

Item no. 31.349
Mains connection 
terminal 4 -pole

Load max. 40 A Voltage 
max. 400 V Connection 

ø6mm² / F6.3
Temperature resistance 150 °C
Nominal cross section 6 mm²

Item no. 419007
Phoenix device terminal 
Number of conductors: 5 

poles Nominal cross 
section: 10mm² Nominal 

voltage 800 Volt
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Item no. 31.110
Mains connection 
terminal 5 -pole
Load max. 40 A 

Voltage max. 450 V 
Connection M6/ 

F6.3mm
Temperature resistance 150 °C
Nominal cross section 6 mm²

Item no. 31.516
Mains connection 
terminal 3 -pole
Load max. 40 A 

Voltage max. 450 V 
Connection F6.3mm

Temperature resistance 150 °C
Nominal cross section 6 mm²

Item no. 31.593
Nominal range:

4.0mm² Number of 
poles: 1



strands 60-

180°C

Item no.: 31.090
Copper strand glass fibre insulated 
Cross section 1,0mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.090
Copper strand glass fibre insulated 
Cross section 1,0mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 25 meter

Item no.: 31.091
Copper strand glass fibre insulated 
Cross section 1,5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.091
Copper strand glass fibre insulated 
Cross section 1,5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 25 meter

Item no.: 31.092
Copper strand glass fibre insulated 
Cross section 2,5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.092
Copper strand glass fibre insulated 
Cross section 2,5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 25 meter

Item no.: 31.093
Copper strand glass fibre insulated 
Cross section 4,0mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.093
Copper strand glass fibre insulated 
Cross section 4,0mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 25 meter

Item no.: 31.040
Copper strand glass fibre insulated 
Cross section 6,0mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.040
Copper strand glass fibre insulated 
Cross section 6,0mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 25 meter

Item no.: 31.094
Copper strand glass fibre insulated 
Cross section 1,5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.094
Copper strand glass fibre insulated 
Cross section 1,5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 25 meter

Item no.: 31.095
Copper strand glass fibre insulated 
Cross section 2,5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.095
Copper strand glass fibre insulated 
Cross section 2.5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.096
Copper strand glass fibre insulated 
Cross section 2,5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.096
Copper strand glass fibre insulated 
Cross section 2.5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.097
Copper strand glass fibre insulated 
Cross section 1,5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.097
Copper strand glass fibre insulated 
Cross section 1,5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 25 meter

Item no.: 31.098
Copper strand glass fibre insulated 
Cross section 2,5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.098
Copper strand glass fibre insulated 
Cross section 2,5mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 25 meter

Item no.: 31.099
Copper strand glass fibre insulated 
Cross section 4,0mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.099
Copper strand glass fibre insulated 
Cross section 4,0mm² Continuous 
temperature: -60°C - 180°C Peak 

temperature: 230°C Tinned copper 
strand, silicone rubber PU 25 meter

strands 60-

200°C

Item no.: 31.074
Copper strand glass fibre insulated 
Cross section 1,0mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.074
Copper strand glass fibre insulated 
Cross section 1.0mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.075
Copper strand glass fibre insulated 
Cross section 1,5mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.075
Copper strand glass fibre insulated 
Cross section 1.5mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 100 

metres
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strands 60-200°C

Item no.: 31.076
Copper strand glass fibre insulated 
Cross section 2,5mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.076
Copper strand glass fibre insulated 
Cross section 2.5mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.077
Copper strand glass fibre insulated 
Cross section 4,0mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.077
Copper strand glass fibre insulated 
Cross section 4.0mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.078
Copper strand glass fibre insulated 
Cross section 1,5mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.078
Copper strand glass fibre insulated 
Cross section 1.5mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.079
Copper strand glass fibre insulated 
Cross section 2,5mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.079
Copper strand glass fibre insulated 
Cross section 2.5mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.080
Copper strand glass fibre insulated 
Cross section 4,0mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.080
Copper strand glass fibre insulated 
Cross section 4.0mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.073
Copper strand glass fibre insulated 
Cross section 1,0mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.073
Copper strand glass fibre insulated 
Cross section 1.0mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.081
Copper strand glass fibre insulated 
Cross section 1,5mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.081
Copper strand glass fibre insulated 
Cross section 1.5mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.082
Copper strand glass fibre insulated 
Cross section 2,5mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.082
Copper strand glass fibre insulated 
Cross section 2.5mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.083
Copper strand glass fibre insulated 
Cross section 4,0mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.083
Copper strand glass fibre insulated 
Cross section 4.0mm² Continuous 
temperature: -60°C - 200°C Peak 

temperature: 240°C Tinned copper 
strand, silicone rubber PU 100 

metres

strands 60-280°C

Item no.: 31.084
Copper strand glass fibre insulated 
Cross section 1,5mm² Continuous 
temperature: -60°C - 280°C Peak 

temperature: 350°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.084
Copper strand glass fibre insulated 
Cross section 1.5mm² Continuous 
temperature: -60°C - 280°C Peak 

temperature: 350°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.085
Copper strand glass fibre insulated 
Cross section 2,5mm² Continuous 
temperature: -60°C - 280°C Peak 

temperature: 350°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.085
Copper strand glass fibre insulated 
Cross section 2.5mm² Continuous 
temperature: -60°C - 280°C Peak 

temperature: 350°C Tinned copper 
strand, silicone rubber PU 100 

metres

Item no.: 31.086
Copper strand glass fibre insulated 
Cross section 4,0mm² Continuous 
temperature: -60°C - 280°C Peak 

temperature: 350°C Tinned copper 
strand, silicone rubber PU 10 meter

Item no.: 57.086
Copper strand glass fibre insulated 
Cross section 4.0mm² Continuous 
temperature: -60°C - 280°C Peak 

temperature: 350°C Tinned copper 
strand, silicone rubber PU 100 

metres

54



55

strands 60-

350°C

Item no.: 31.087
Copper strand glass fibre 

insulated Cross section 1,5mm² 
Continuous temperature: -60°C -
350°C Peak temperature: 400°C 

Nickel strand multi-layer 
Glass fibre mesh silicon 
insulated PU 10 meter

Item no.: 51.087
Copper strand glass fibre 

insulated Cross section 1,5mm² 
Continuous temperature: -60°C -
350°C Peak temperature: 400°C 

Nickel strand multi-layer 
Glass fibre mesh silicon insulated 

PU 100 meter

Item no.: 31.088
Copper strand glass fibre 

insulated Cross section 2,5mm² 
Continuous temperature: -60°C -
350°C Peak temperature: 400°C 

Nickel strand multi-layer 
Glass fibre mesh silicon 
insulated PU 10 meter

Item no.: 51.088
Copper strand glass fibre 

insulated Cross section 2,5mm² 
Continuous temperature: -60°C -
350°C Peak temperature: 400°C 

Nickel strand multi-layer 
Glass fibre mesh silicon insulated 

PU 100 meter

Item no.: 31.089
Copper strand glass fibre 

insulated Cross section 2,5mm² 
Continuous temperature: -60°C -
350°C Peak temperature: 400°C 

Nickel strand multi-layer 
Glass fibre mesh silicon insulated 

PU 10 meter

Item no.: 51.089
Copper strand glass fibre 

insulated Cross section 2,5mm²
Continuous temperature: -60°C -
350°C Peak temperature: 400°C 

Nickel strand multi-layer 
Glass fibre mesh silicon insulated 

PU 100 meter

Insulating tubes silicone tube 160°C

Item no.: 31.014
Insulating tube silicone 

insulated inner diameter: 
3mm permanent temperature 

200°C peak temperature 
250°C PU 10 meter

Item no.: 57.014
Insulating tube silicone 

insulated inner diameter: 
3mm permanent temperature 

200°C peak temperature 
250°C PU 100 meter

Item no.: 31.015
Insulating tube silicone 

insulated inner diameter: 
6mm permanent temperature 

200°C peak temperature 
250°C PU 10 meter

Item no.: 57.015
Insulating tube silicone

insulated inner diameter: 
6mm continuous temperature 

200°C peak temperature 
250°C PU 100 meter

Item no.: 31.019
Insulating tube silicone 

insulated inner diameter: 
8mm permanent temperature 

200°C peak temperature 
250°C PU 10 meter

Item no.: 57.019
Insulating tube silicone 

insulated inner diameter: 
8mm continuous temperature 

200°C peak temperature 
250°C PU 100 meter

Item no.: 31.016
Insulating tube silicone 

insulated inner diameter: 
12mm continuous 

temperature 200°C peak 
temperature 250°C PU 10 

meter

Item no.: 57.016
Insulating tube silicone

insulated inner diameter: 
12mm continuous 

temperature 200°C peak 
temperature 250°C PU 100 

meter

Item no.: 31.017
Insulating tube silicone 

insulated inner diameter: 
16mm permanent 

temperature 200°C peak 
temperature 250°C PU 10 

meter

Item no.: 57.017
Insulating tube silicone 

insulated inner diameter: 
16mm continuous 

temperature 200°C peak 
temperature 250°C PU 100 

meter

Item no.: 31.031
Insulating tube silicone tube 
inner diameter: 5mm heat 
resistance +160°C PU 10 

meter

Item no.: 57.031
Insulating hose Silicone hose 

inner diameter: 5mm Heat 
resistance +160°C PU 100 

meter

Item no.: 31.032
Insulating hose Silicone hose 

inner diameter: 6mm Heat 
resistance +160°C PU 10 

meter

Item no.: 57.032
Insulating hose Silicone hose 

inner diameter: 6mm Heat 
resistance +160°C PU 100 

meter

Item no.: 31.033
Insulating hose Silicone hose 

inner diameter: 8mm Heat 
resistance +160°C PU 10 

meter

Item no.: 57.033
Insulating hose Silicone hose 

inner diameter: 8mm Heat 
resistance +160°C PU 100 

meter

Item no.: 31.034
Insulating hose Silicone hose 
inner diameter: 10mm Heat 
resistance +160°C PU 10 

meter

Item no.: 57.034
Insulating hose Silicone hose 
inner diameter: 10mm Heat 
resistance +160°C PU 100 

meter

Item no.: 31.030
Insulating hose Silicone hose 

inner diameter: 3mm Heat 
resistance +160°C PU 10 

meter

Item no.: 57.030
Insulating hose Silicone hose 

inner diameter: 3mm Heat 
resistance +160°C PU 100 

meter

Insulating hoses silicone-insulated

200°C
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Item no.: 31.101
Coiled cable with plug 

Material: H07BQ-F 
Cross section: 1.5mm²
Coiled length: 520mm 
Expansion factor: 5:1

Item no.: 31.100
Coiled cable with plug 

Material: H07RN Cross 
section: 1.5mm² Coiled 

length: 500mm 
Expansion factor: 5:1

Spiral cable with plug

Item no.: 31.050
Insulating hose Glass fibre mesh

inner diameter: 6mm Heat 
resistance -60 to +400°C PU 10 

meter

Item no.: 57.050
Insulating hose Glass fibre mesh

inner diameter: 6mm Heat 
resistance -60 to +400°C PU 100 

meter

Item no.: 31.051
Insulating hose Glass fibre mesh

inner diameter: 8mm heat 
resistance -60 to +400°C PU 10 

meter

Item no.: 57.051
Insulating hose Glass fibre mesh

inner diameter: 8mm heat 
resistance -60 to +400°C PU 100 

meter

Item no.: 31.052
Insulating hose Glass fibre mesh

inner diameter: 10mm heat 
resistance -60 to +400°C PU 10 

meter

Item no.: 57.052
Insulating hose Glass fibre mesh

inner diameter: 10mm heat 
resistance -60 to +400°C PU 100 

meter

Item no.: 31.053
Insulating hose Glass fibre mesh

inner diameter: 12mm heat 
resistance -60 to +400°C PU 10 

meter

Item no.: 57.053
Insulating hose Glass fibre mesh

inner diameter: 12mm heat 
resistance -60 to +400°C PU 100 

meter

Insulating hoses glass fibre 400°C

plug 230 Volt

Item no.: 31.200
Plug type CEE7/7 Type E+F 

Design straight 
Number of poles 3 -
pole

Contacts P+N+PE 
Current max 16 A 

Voltage max 230 V 
Protection class IP44 
Terminals 3x2,5 mm² 
Material solid rubber 

Countries D/F/B/I
Hot appliance plug 250 Volt

Item no.: 418017
Connector type

C21 Straight 
type

Voltage max. 10A/250 V 
Temperature plug T200 

Material silicone
Connection Screw connection

Item no.: 31.214
Connector type CEE 
Type angled Number 

of poles 5 -pole 
Contacts 3P+N+PE 
Current max 16 A 

Voltage max 400 V 
Protection class IP44 

Terminals 1.0-2.5
mm²

plug 400 Volt

Item no.: 30.220
Connector type CEE 
Type angled Number 

of poles 5 -pole 
Contacts 3P+N+PE 
Current max 32 A 

Voltage max 400 V 
Protection class IP44 

Terminals 2.5-6.0
mm²

Item no.: 31.210
Plug type CEE Type 
straight Number of 

poles 5 -pole Contacts 
3P+N+PE Current 

max 16 A
Voltage max. 400 V 

Protection class IP44 
Terminals 1.0-2.5

mm²

Item no.: 31.211
Plug type CEE Type 
straight Number of 

poles 5 -pole Contacts 
3P+N+PE Current 

max 32 A
Voltage max. 400 V 

Protection class IP44 
Terminals 2.5-6.0

mm²



Radiator Heating register

Item no.: 416039
2000 watts 230 volts

length 200 mm width 35 mm 
for tangential fan of 180 mm

Item no. 23.114
2000 watts 230 volts

height 35 mm
Temperature limitation 105 °C

Heating circuits 2 
Connection cable 
Cable length 150 

mm
Length 192 mm 

Application for tangential fans

Item no. 20.17983.000
230 Volt / 2500 Watt 

flange 16 x 46mm 
length 255mm

ID 183mm / AD 195mm

Circulating air heater

Item no. 20.29477.000
230 Volt / 2400 Watt 
Flange 16 x 46mm 

length 255mm
ID 186mm / AD 192mm

Item no. 20.19579.050
230 Volt / 2450 Watt 
Flange 22 x 70mm 

Length 225mm
ID 192mm / AD 204mm

Item no. 20.20219.050
230 Volt / 2600 Watt 
Flange 22 x 70mm 

Length 220mm
ID 190mm / AD 210mm

Item no. 20.27194.000
230 Volt / 2400 Watt 

flange 22 x 70mm 
length 213mm

ID 190mm / AD 207mm

Item no. 20.21099.000
230 Volt / 1800 Watt 
Flange 22 x 70mm 

length 215mm
ID 180mm / AD 195mm

Item no. 20.19121.000
230 Volt / 2300 Watt 
Flange 22 x 70mm 

length 232mm
ID 188mm / AD 202mm

Item no. 20.40020.000
230 Volt / 2000 Watt 

flange 16 x 46mm 
length 205mm

ID 165mm / AD 178mm

Item no. 20.23077.000
230 Volt / 2400 Watt 
Flange 22 x 70mm 

length 257mm
ID 184mm / AD 199mm

Item no. 24.33190.010
230 Volt / 1500 Watt 

flange 22 x 70mm 
length 234mm

ID 180mm / AD 192mm

Item no. 20.17368.010
230 Volt / 2500 Watt 

flange 22 x 70mm 
length 245mm

ID 180mm / AD 192mm

Item no. 20.21403.000
230 Volt / 2500 Watt 

flange 22 x 81mm 
length 234mm

ID 175mm / AD 192mm

Item no. 20.21693.000
230 Volt / 2500 Watt 

flange 22 x 70mm 
length 250mm

ID 179mm / AD 192mm

Item no. 20.40669.000
230 Volt / 2300 Watt 
Flange 16 x 46mm 

length 256mm
ID 175mm / AD 192mm

Item no. 20.35390.050
1800 Watt / 240 Volt 
flange 70 x 22mm

ID 178mm / AD 192mm

Item no. 20.35390.010
2500 Watt / 240 Volt 
flange 70 x 22mm

ID 178mm / AD 192mm

Item no. 418599
230 Volt / 1400 Watt

Item no.

418598

Item no. 20.40055.001
230Volt / 650 Watt 
86 Volt / 650 Watt

Oven heating for the bottom heat 
Attention: one heating coil has 
230 Volt the other 86 Volt

Item no. 418319
230 Volt 1000 Watt / 1900 Watt

Item no. 418318
1000 Watt / 230 Volt 

Underheat

Item no. 20.42001.000
230 Volt / 2000 Watt 

Flange 22x40mm 
AD 192,5

Oven radiator

Item no.
20.30345.000

230 Volt / 2000 Watt 
flange 22x70mm AD 

192,5mm
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Item no. 418205
220-240 Volt / 1000 Watt 

Underheat

Item no.
20.41494.000

230 Volt / 1150 Watt 
Dimensions 

344x346.5 mm 
Underheat

Item no.
20.41384.000
230Volt / 2800 Watt

Item no. 24.13241.000
230 Volt / 3000 Watt 

Length 643mm x 
138,5mm

Item no. 24.13230.040
230 Volt / 2000 Watt 

Length 430mm x
138,5mm

Item no. 24.13012.020
230 Volt / 2500 Watt 

Length 365mm x 
242,5mm

Item no. 24.13004.010
230 Volt / 2500 Watt 

Length 543mm x 
138,5mm

Item no. 24.13001.060
230 Volt / 2000 Watt 

Length 330mm x 
226,5mm

Item no.
20.40413.000
230Volt / 1250 Watt

Item no. 
20.41222.000
230Volt / 1500 Watt

Item no.
20.25899.000
230 Volt / 2800 Watt 

Top heat

Item no.
20.29643.000
230 Volt / 1000 Watt

Item no. 20.23737.000
230 Volt / 1100 Watt / 1600 Watt 

top heat/grill

Item no. 23.378
230 Volt / 950 Watt 

Length 550mm Width 
63mm

Item no. 23.383
230 Volt / 300 Watt 

Length 532mm Width 
54mm

Item no. 23.395
230 Volt / 800 Watt 

Length 540mm Width 
60mm

Item no. 23.442
230 Volt / 1500 Watt 

Length 400mm Width 
50mm

Item no. 23.452
230 Volt / 750 Watt 

Length 400mm Width 
55mm

Item no. 23.535
230 Volt / 1500 Watt 

length 648mm width 57mm

Item no. 23.539
230 Volt / 2100 Watt 

Length 470mm Width 
207mm

Item no. 23.538
230 Volt / 2200 Watt 

Length 365mm Width 
178mm

Item no. 23.545
230 Volt / 855 Watt 

Length 380mm Width 
204mm

Item no. 23.546
230 Volt / 1000 Watt 

Length 435mm Width 
120mm

Item no. 23.585
230 Volt / 2000 Watt 

length 493mm width 640mm

Item no. 23.714
230 Volt / 400 Watt 
Length 555mm x

300mm

Item no. 416035
230 V / 1000 Watt 240 V /1100 W

similar to Zanussi 357033804/0

Item no. 416034
800/1750 Watt 230 Volt 

top heat/grill

Item no. 416036
230 Volt / 2800 Watt 

Top heat
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Deep-fryer radiators

Item no.
20.35963.000
3000 watts / 240 
volts

Item no. 
20.35962.000
9000 Watt / 240 Volt

Item no. 418827
5000 Watt / 380 Volt

Item no. 416014
3300 Watt / 230 Volt

Item no. 418921
3000 Watt / 230 Volt

Item no. 23.422
2000 watt/ 230 volt

Item no. 23.423
2000 watts / 230 

volts

Item no. 23.441
3000 Watt / 230 Volt

Item no. 23.443
2000 watts / 230 

volts

Item no. 23.444
6000 Watt / 230/400 Volt

Item no. 23.472
2500 watts / 230 

volts

Item no. 23.474
1660 Watt / 230 Volt

Item no. 23.566
2000 watts / 230 

volts

Item no. 23.591
2000 watts / 230 

volts

Item no. 23.626
2500 watts / 400 

volts

Item no. 23.627
3500 watts / 400 

volts

Item no. 23.628
3000 Watt / 230 Volt

Item no. 23.629
4500 Watt / 400 Volt

Item no. 23.630
6000 watts / 400 

volts

Item no. 23.632
6000 watts / 400 

volts

Item no. 23.640
1700 watts / 230 

volts

Item no. 23.704
1800 watts / 230 

volts

Item no. 23.705
2500 watts / 230 

volts

Item no. 23.710
2000 watts / 230 

volts

Item no. 23.719
3000 Watt / 230 Volt

Item no. 23.720
1400 Watt / 230 Volt

Item no. 23.743
3750 Watt / 230/400 Volt

Item no. 23.753
6000 watts / 400 

volts

Item no. 200009001
3500 watts / 400 
volts

Item no. 200009003
4500 Watt / 400 Volt

Item no. 200009004
6000 watts / 400 
volts

Item no. 200009036
3500 watts / 400 
volts

Item no. 200009048
4000 watts / 400 
volts

Item no. 200009049
6000 watts / 400 
volts

Item no. 200009052
4500 Watt / 400 Volt

Item no. 23.819
3300 Watt / 230 Volt

Item no. 23.921
1260 Watt / 230 Volt

Item no. 23.929
2500 watts / 230 

volts

Item no. 23.978
3000 Watt / 230 Volt

Item no. 27.889
2000 watts / 230 

volts
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Easy installation

E.G.O. Screw-in heating elements are installed via a SW 70 screw-in head with a G 1 1/2 B screw-in thread made of stainless steel 

(material 1.4301/AISI 304). After fixing the screw-in thread, the connection housing can be mounted in four different positions, each 

offset by 90°. So findet easily find a suitable location for the outlet of the power cable.

The screw-in heating element (EHK) must be installed by a specialist who ensures compliance with the relevant standards and 

regulations. In particular, the following must be taken into account:

the regulations of the VDE

the regulations of the local utility 

company the heating system 

ordinance

The user must check the functionality of the finished device.

Standards precisely met

EGO screw-in heating elements are of course VDE-tested and comply with the regulations of DIN EN 60335-

1 DIN VDE 0700-253

DIN EN 60529 Protection class IP54

DIN 1988 Technical rules for drinking water installations (TRWI) EU 

Directive 2006/95/EC (Low Voltage Directive)

EU Directive 97/23/EC (Pressure Vessels 

Directive) EU Directive 1935/2004/EC (Food 

Contact)

The plastic material of the connection housing meets the requirements according to § 5 para. 1 of the Foodstuffs and 

Consumer Goods Act and the recommendations of the Federal Institute for Consumer Health Protection.

Screw-in cartridges E.G.O.

Mounting position = horizontal heating tube 6,5mm

Screw head G 1 1/2 B Pipe jacket material = 2.4858 / Incoloy825

Cable gland Clamping range 7 - 13 mm Max. Rohrmanteloberflächenbelastung = 15W cm2

Protection class IP 54 Max. Nominal pressure = MPa (10bar)
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Screw-in heating cartridges E.G.O. Empty 

housing

Item no.: 29.60720.000
screw-in heating 

cartridge 230 Volt / 2000 
Watt immersion depth: 

250mm unheated length: 
95mm

Item no.: 29.60730.000
screw-in heating 

cartridge 230 Volt / 3000 
Watt immersion depth: 

250mm unheated length: 
95mm

Item no.: 29.60630.000
screw-in heating cartridge 

400 Volt / 3000 Watt 
immersion depth: 250mm 
unheated length: 95mm

Item no.: 29.60645.000
screw-in heating cartridge 

400 Volt / 4500 Watt 
immersion depth: 350mm 
unheated length: 110mm

Item no.: 29.60660.000
screw-in heating cartridge 

400 Volt / 6000 Watt 
immersion depth: 450mm 
unheated length: 110mm

Item no.: 29.60675.000
screw-in heating cartridge 

400 Volt / 7500 Watt 
immersion depth: 550mm 
unheated length: 110mm

Item no.: 29.60690.000
screw-in heating cartridge 

400 Volt / 9000 Watt 
immersion depth: 650mm 
unheated length: 110mm

Item no.: 29.60612.000
screw-in heating cartridge 

400 Volt / 12000 Watt 
immersion depth: 750mm 
unheated length: 110mm

Item no.: 29.60420.000
screw-in heating 

cartridge 230 Volt / 2000 
Watt immersion depth: 

250mm unheated length: 
95mm

with temperature controller
29-90°C frost protection 
level 7°C E.G.O. 
55.13011.400

Item no.: 29.60430.000
Screw-in heating 

cartridge 230 Volt / 
3000 Watt immersion 

depth: 250mm 
unheated length:

with temperature controller
29-90°C frost protection 
level 7°C E.G.O. 
55.13011.400

Item no.: 29.60130.000
screw-in heating cartridge 

400 Volt / 3000 Watt 
immersion depth: 250mm 
unheated length: 95mm

with temperature controller: 30-
90°C Frost protection 
level: 7°C EGO
55.34011.250

Item no.: 29.60145.000
screw-in heating cartridge 

400 Volt / 4500 Watt 
immersion depth: 350mm 
unheated length: 110mm

with temperature controller: 30-
90°C Frost protection 
level: 7°C EGO
55.34011.250

Item no.: 29.60160.000
screw-in heating cartridge 

400 Volt / 6000 Watt 
immersion depth: 450mm 
unheated length: 110mm

with temperature controller: 30-
90°C Frost protection 
level: 7°C EGO
55.34011.250

Item no.: 29.60175.000
screw-in heating cartridge 

400 Volt / 7500 Watt 
immersion depth: 550mm 
unheated length: 110mm

with temperature controller: 30-
90°C Frost protection 
level: 7°C EGO
55.34011.250

Item no.: 29.60190.000
screw-in heating cartridge 

400 Volt / 9000 Watt 
immersion depth: 650mm 
unheated length: 110mm

with temperature controller: 30-
90°C Frost protection 
level: 7°C EGO
55.34011.250

Screw-in heating cartridges E.G.O. with safety temperature limiter 3-pole

Item no.: 29.60520.000
screw-in heating cartridge 

230 Volt / 2000 Watt 
immersion depth: 250mm 
unheated length: 95mm

with STB: 95°C break-proof 
EGO 55.32511.140

Item no.: 29.60530.000
screw-in heating cartridge 

230 Volt / 3000 Watt 
immersion depth: 250mm 
unheated length: 95mm

with STB: 95°C break-proof 
EGO 55.32511.140

Item no.: 29.60230.000
screw-in heating cartridge 

400 Volt / 3000 Watt 
immersion depth: 250mm 
unheated length: 95mm

with STB: 95°C break-proof 
EGO 55.32511.140

Item no.: 29.60245.000
screw-in heating cartridge 

400 Volt / 4500 Watt 
immersion depth: 350mm 
unheated length: 110mm

with STB: 95°C break-proof 
EGO 55.32511.140

Item no.: 29.60260.000
screw-in heating cartridge 

400 Volt / 6000 Watt 
immersion depth: 450mm 
unheated length: 110mm

with STB: 95°C break-proof 
EGO 55.32511.140

Item no.: 29.60275.000
screw-in heating cartridge 

400 Volt / 7500 Watt 
immersion depth: 550mm 
unheated length: 110mm

with STB: 95°C break-proof 
EGO 55.32511.140

Item no.: 29.60290.000
screw-in heating cartridge 

400 Volt / 9000 Watt 
immersion depth: 650mm 
unheated length: 110mm

with STB: 95°C break-proof 
EGO 55.32511.140

Item no.: 29.60212.000
screw-in heating cartridge 

400 Volt / 12000 Watt 
immersion depth: 750mm 
unheated length: 110mm

with STB: 95°C break-proof 
EGO 55.32511.140

Screw-in heating cartridges E.G.O. with temperature controller 1-pole

Screw-in heating cartridges E.G.O. with temperature controller 3-pole



Item no.: 29.60920.000
screw-in heating 

cartridge 230 Volt / 2000 
Watt immersion depth: 

250mm unheated length: 
95mm

with controller and limiter combination 
TR 31-80°C frost protection level 12°C 

limiter 95°C break-proof E.G.O. 
55.60011.230

Item no.: 29.60930.000
screw-in heating 

cartridge 230 Volt / 3000 
Watt immersion depth: 

250mm unheated length: 
95mm

with controller and limiter combination 
TR 31-80°C frost protection level 12°C 

limiter 95°C break-proof E.G.O. 
55.60011.230

Item no.: 29.60830.000
screw-in heating 

cartridge 400 Volt / 3000 
Watt immersion depth: 

250mm unheated length: 
95mm

with controller and limiter combination 
TR 31-80°C frost protection level 12°C 

limiter 95°C break-proof E.G.O. 
55.60011.230

Item no.: 29.60845.000
screw-in heating 

cartridge 400 Volt / 4500 
Watt immersion depth: 

350mm unheated length:
110m

with controller and limiter combination 
TR 31-80°C frost protection level 12°C 

limiter 95°C break-proof E.G.O.
55.60011.230

Item no.: 29.60860.000
screw-in heating cartridge 

400 Volt / 6000 Watt 
immersion depth: 450mm 
unheated length: 110mm

with controller and limiter combination 
TR 31-80°C frost protection level 12°C 

limiter 95°C break-proof E.G.O. 
55.60011.230

Item no.: 29.60875.000
screw-in heating 

cartridge 400 Volt / 7500 
Watt immersion depth: 

550mm unheated length:
110m

with controller and limiter combination 
TR 31-80°C frost protection level 12°C 

limiter 95°C break-proof E.G.O. 
55.60011.230

Item no.: 29.60890.000
screw-in heating cartridge 

400 Volt / 9000 Watt 
immersion depth: 650mm 
unheated length: 110mm

with controller and limiter combination 
TR 31-80°C frost protection level 12°C 

limiter 95°C break-proof E.G.O. 
55.60011.230

Item no.: 29.60812.000
screw-in heating 

cartridge 400 Volt / 
12000 Watt immersion 

depth: 750mm unheated 
length: 110m

with controller and limiter combination 
TR 31-80°C frost protection level 12°C 

limiter 95°C break-proof E.G.O.
55.60011.230

Screw-in heating cartridges E.G.O. with regulator/recovery orifice 

combination

E.G.O. Thick-film radiators

Item no.:
30.73400.029

Thick-film radiator 
2.08 KW / 230 Volt

Ø 75mm 
Length 
45mm
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Screw-in cartridges

Your requirements are important to us!

Please contact us for special applications.

Our screw-in heating elements are used to heat liquids in hot water storage tanks. They can be
retrofitted in existing heating, cleaning and heat exchanger systems.

Our screw-in heating elements consist of three tubular heating elements which are soldered into a screw-

in nipple. They are equipped with sensor tubes so that a corresponding temperature control can be 
installed in the connection head. The built-in controllers and/or limiters switch the respective power directly. 
An intermediate contactor can be omitted.

This allows easy installation.

2-pole version 1 1/2" 

Power 2000 - 3000 watt

order no. Watt Volt Immersion 
depth

unbeh. length Temperatures Regulation L D H H1

2-21720 2000 230 250 80 without without 382 93,5 132 119

2-21420 2000 230 250 80 30-85°C Thermostat 382 93,5 132 119

2-21520 2000 230 250 80 120°C Limiter 382 93,5 132 119

2-21920 2000 230 250 80 30-85°C / 110°C Controller/limiter 382 93,5 132 119

2-21730 3000 230 250 80 without without 382 93,5 132 119

2-21430 3000 230 250 80 30-85°C Thermostat 382 93,5 132 119

2-21530 3000 230 250 80 120°C Limiter 382 93,5 132 119
2-21930 3000 230 250 80 30-85°C / 110°C Controller/limiter 382 93,5 132 119

Switching values of the 

control elements

Thermostat

Limiter

Controller Limiter

30 - 85° C +/- 5K

120° C +/- 9K

Controller 30-85° C +/- 3K Limiter 

110°C +/- 8K Frost protection 

level on at 7° +/- 6K



Screw-in cartridges

3-pole version 1 1/2" 

Power 2000 - 9000 watt

order no. Watt Volt Immersion 
depth

unbeh. length Temperatures Regulation L D H H1

2-21620 2000 230-400 250 80 without without 382 93,5 132 119

2-21120 2000 230-400 250 80 30-85°C Thermostat 382 93,5 132 119

2-21220 2000 230-400 250 80 120°C Limiter 382 93,5 132 119

2-21820 2000 230-400 250 80 30-85°C / 110°C Controller/limiter 382 93,5 132 119

2-21630 3000 230-400 250 80 without without 382 93,5 132 119

2-21130 3000 230-400 250 80 30-85°C Thermostat 382 93,5 132 119

2-21230 3000 230-400 250 80 120°C Limiter 382 93,5 132 119

2-21830 3000 230-400 250 80 30-85°C / 110°C Controller/limiter 382 93,5 132 119

2-21645 4500 230-400 350 110 without without 482 93,5 132 119

2-21145 4500 230-400 350 110 30-85°C Thermostat 482 93,5 132 119

2-21245 4500 230-400 350 110 120°C Limiter 482 93,5 132 119

2.21845 4500 230-400 350 110 30-85°C / 110°C Controller/limiter 482 93,5 132 119

2-21660 6000 230-400 450 110 without without 582 93,5 132 119

2-21160 6000 230-400 450 110 30-85°C Thermostat 582 93,5 132 119

2-21260 6000 230-400 450 110 120°C Limiter 582 93,5 132 119

2-21860 6000 230-400 450 110 30-85°C / 110°C Controller/limiter 582 93,5 132 119

2-21675 7500 230-400 550 110 without without 682 93,5 132 119

2-21175 7500 230-400 550 110 30-85°C Thermostat 682 93,5 132 119

2-21275 7500 230-400 550 110 120°C Limiter 682 93,5 132 119

2-21875 7500 230-400 550 110 30-85°C / 110°C Controller/limiter 682 93,5 132 119

2-21690 9000 400 650 110 without without 782 93,5 132 119

2-21190 9000 400 650 110 30-85°C Thermostat 782 93,5 132 119

2-21290 9000 400 650 110 120°C Limiter 782 93,5 132 119
2-21890 9000 400 650 110 30-85°C / 110°C Controller/limiter 782 93,5 132 119
Switching values of the 

control elements

Thermostat

Limiter

Controller Limiter

30 - 85° C +/- 5K

120° C +/- 9K

Controller 30-85° C +/- 3K Limiter 

110°C +/- 8K Frost protection 

level on at 7° +/- 6K

During installation, make sure that the screw-in heating elements are always installed horizontally. The sealing is done either with anO-ring seal orwith a 
liquid seal. Bothseal typesmustbeapprovedaccording toDIN-EN-DVGWup to 150°C.

The screw-in heating elements listed in the table above are exclusively intended for heating in unpressurized systems. According to the Pressure 
Equipment Directive 97/23/EC, a safety limiter STB must be installed in addition to the temperature regulator for closed water heaters (pressure operation). 
A safety valve must be provided by the customer.

The screw-in heating elements manufactured by us are made of high-quality corrosion-resistant stainless steel. The material 1.4529 is used for the tubular sheath 
of the tubular heating elements, the material 1.4404 for the screw-in nipple. A cover made of the material 1.4301, which is connected to the screw-in nipple via a 
clamping element, provides reliable protection for any built-in switching devices. At the same time, protection class IP 54 according to DIN 40050is fulfilledbythe
existingcover.

The production of our screw-in radiators is characterised by careful compliance with quality standards. It is carried out in accordance with the relevant DIN VDE 
and CEregulations.
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Silicone heating element without limiter

Item no.: SSA000020002
Silicone heating element 230 

Volt / 200 Watt
Dimensions: 470mm x 270mm Connection: 

stranded wire 1000mm

Silicone heating element with limiter 140°C

Item no.: SSA0038300005
Silicone heating 

element 230 Volt / 
1500 Watt

Dimensions: 500mm x 290mm 
Connection: stranded wire 

1000mm
With limiter 140°C

Item no.: SSA0001700023
Silicone heating 

element 230 Volt / 
1000 Watt

Dimensions: 400mm x 290mm 
Connection: stranded wire 

1000mm
With limiter 140°C

Item no.: SSA0104300001
Silicone heating 

element 230 Volt / 
1200 Watt

Dimensions: 360mm x 270mm 
Connection: stranded wire 

300mm
With limiter 150°C

Item no.: SSA0001900004
Silicone heater 230 

Volt / 1300 Watt
Dimensions: 450mm x 250mm 

Connection: stranded wire 
1000mm

With limiter 150°C

Item no.: SSA0025600003
Silicone heating 

element 230 Volt / 
800 Watt

Dimensions: 350mm x 260mm 
Connection: stranded wire

1000mm
With limiter 140°C

Item no.: SSA0028500002
Silicone heating 

element 230 Volt / 
750 Watt

Dimensions: 440mm x 260mm 
Connection: stranded wire 

1000mm
With limiter 140°C

Item no.: SSA0049400002
Silicone heating 

element 230 Volt / 
500 Watt

Dimensions: 400mm x 270mm 
Connection: stranded wire 

1000mm
With limiter 140°C

Silicone heating element with limiter 140°C

Accessories for silicone radiators

Item no.: ACC00014
Sensor holder for

thermostat

Item no.:
MA20320001
Silicone glue



Solenoid valves

Item no. 418636
Version 2-fold Angled 
90° Voltage:220-240 
Volt Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 

3/4
Output: Ø12mm

Item no. 418466
Version 2-fold Angled 
90° Voltage:220-240 
Volt Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 
3/4" Input: 3/4" Input: 

3/4
Output: Ø14mm

Item no. 418680
Version 2-fold Angled 
180° Voltage: 220-240 

Volt Input: 3/4".
Output: Ø12mm

Item no. 418634
Version 1-fold Angled 
90° Voltage:220-240 
Volt Input: 3/4" Input

Output: Ø14mm

Item no. 418467
Version 1-fold Angled 
90° Voltage:220-240 
Volt Input: 3/4" Input

Output: Ø14mm

Item no. 418635
Version 3-fold Angled 
180° Voltage:220-240 

Volt Input: 3/4".
Output: Ø14mm

Rinsing pumps

Item no. 07.097
without control 230 VAC Hose 
connection: 4x6mm Type MP3 

Durchflussmenge: 0,5 l/h
Tube: silicone

Item no. 07.793
Time control 230 VAC

Durchflussmenge: 0.5 l/h 
Hose: silicone

Item no. 07.613
Time control 230 VAC

Hose connection: 4x6mm type MP3-T Hose connection: 4x6mm type MP3-B1T
Durchflussmenge: 0.5 l/h 

Hose: silicone

Part No.
80101 Type 

NBR1.5
Time control 220-240 VAC
Durchflussmenge: 1.5 l/h

Cleaner pumps

Item no. 07.098
without control 230 VAC Hose 
connection: 4x6mm Type MP3 

Durchflussmenge: 1.5 l/h
Tube: Santoprene

Item no. 07.685
without control 230 VAC Hose 
connection: 4x6mm Type MP3 

Durchflussmenge: 3.0 l/h
Tube: Santoprene

Item no. 07.000
Time control 230 VAC

Durchflussmenge: 3.0 l/h 
Hose: Santoprene

Item no. 07.618
Time control 230 VAC

Hose connection: 4x6mm type MP3-T Hose connection: 4x6mm type MP3-B1T
Durchflussmenge: 3.0 l/h 

Hose: Santoprene

Cleaner complete set

Part No.
80100 Type 

NBR5
Time control 220-240 VAC
Durchflussmenge: 5.0 l/h

Complete rinse aid set
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Hoses

Item no. 416040
Niplaflex-Tube inner 

diameter 10 mm
outer diameter 17 mm

length 5 m
wall thickness 3,5 mm

Working pressure 10 bar
Burst pressure 30 bar 
Temperature max. 110 

°C

Item no. 416019
PVC hose inner 
diameter: 4 mm

outer diameter: 6 mm
length: 10 m

Wall thickness: 1 mm 
Temperature max. 60 

°C

Item no. 418087
PVC hose inner 
diameter: 4 mm

outer diameter: 6 mm
length: 10 m

Wall thickness: 1 mm 
Temperature max.60 °C

Item no. 419027
PVC hose inner 
diameter: 5 mm

outer diameter: 8 mm
length: 10 m

Wall thickness: 1.5 mm 
Temperature max. 60 

°C

Item no. 8200002
Drain hose 

nominal diameter:
DN24 length: 

1500 mm
End piece A ø inside: 24 mm 

End piece A ø outside: 28 mm 
End piece B ø inside: 28 mm 

End piece B ø outside: 35 mm 
Tube ø outside: 29 mm 

Temperature resistance 90 °C

Item no. 8200001
Drain hose

nominal diameter:
DN24 length:
1500 mm

End piece straight ø inside: 24 mm 
End piece straight ø outside: 29 mm 

End piece bent ø inside: 29 mm 
End piece bent ø outside: 35 mm 

Tube ø outside 28 mm Temperature 
resistance 90 °C

Item no. 8200006
Supply hose angled Hose 

ø 10x14.5 mm Nylon 
connectors ø 3/4"F with 
seals Temperature max 
25°C Pressure max 20 

bar

Item no. 418873
PVC hose inner 
diameter: 4 mm

outer diameter: 6 mm
length: 2 m

Wall thickness: 1 mm 
Temperature max. 60 

°C

Item no. 07.142
Mounting kit cleaner Hose 
type: 4x6mm Hose length: 
2 m Material: PVC Scope 

of delivery: 2x hose/
Behälterfilter/Tub spout

Item no. 07.284
Pump hose cleaner Inner 

diameter: 6.25 mm
Outer diameter: 10.55 mm 
Hose connection: 4x6 mm 

Hose type: Santoprene Design: 
with connections Shore 

hardness: 55 °

Item no. 07.487
Pump hose rinse aid inner 

diameter: 5 mm
outer diameter: 10 mm

Hose connection: 4x6 mm 
Hose type: silicone Version: 

with connections Shore 
hardness: 60 °
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Robertshaw Gas Valves - Gas actuated gas valves

Art. -No: Model number Gas inlet / outlet Type / Details

419055 404-545-000 1/2“ 7000AGO / without control

419056 445-541-078 1/2“ 7000AGO / 5.2" W.C. / Natural gas

419044 361-545-053 3/4“ 7000BGO / LPG

419046 380-541-078 3/4“ 7000BGOR / 5.2" W.C. / Natural gas

419037 334-541-001 3/4“ 7000BMSGOR / 3.5" W.C. / Natural gas

419049 4J3-541-010 1/2“ U7000AGORL / 4.0" W.C. / Natural gas

419021 4J1-541-010 1/2“ U7000BGOR / 4.0" W.C. / Natural gas

Robertshaw Gas Valves - Electrically controlled gas valves

Art. -No: Model number Gas inlet / outlet Type / Details

419060 5C8-941-300 1“ U7000ERHC-240-S7CL / 6.7" W.C. / Natural gas

419048 4G5-941-300 3/4“ 7000ER-S7CL/S/6.7"W.C. / 240 Volt AC / Natural gas

419038 337-501-502 1/2“ 7000BMSER/3,5W.C./24Volt AC / Natural gas

418843 403-921-281 1/2“ 7000BER240/3.5"W.C./240 volts AC / natural gas

419058 446-501-564 1/2“ 7000BER-S7CL/6.7"W.C./24 Volt AC / Natural gas

419059 447-501-564 3/4“ 7000BER-S7CL/3.7"W.C./24 Volt AC / Natural gas

419057 446-501-547 1/2“ 7000BER-S7AL/6.7"W.C./24 Volt AC / Natural gas

419045 377-901-200 3/4“ 7000BER-120VAC/3.5"W.C./120 Volt AC / Natural gas

419047 4B3-941-300 3/4“ 7000BER240-S7CLS/6.7"W.C./240 Volt AC / Natural 

gas

419003 4B1-501-517 1/2“ / 3/4“ 7000BER/3.5"W.C./24 volt AC / natural gas

419019 4G4-941-300 1/2“ U7000ER-240-S7CL/S/6.7"W.C./240 Volt AC / Natural 

gas

419022 5A1-941-300 1“ 7000ERHC-240-S7CL/6.7"W.C. /240 Volt AC / Natural 

gas

Robertshaw Gas Valves - Electrically controlled gas valves

Art. -No: Model number Gas inlet / outlet Type / Details

419020 402-811-460 3/4" 7000BMVRL/6,7"W.C. / Natural gas

419039 343-701-400 3/4“ 7000BVMR/3.5"W.C. / Natural gas

419040 343-811-400 3/4“ 7000BMVR/3.5"W.C. / Natural gas

419041 343-812-425 3/4“ 7000BMVR-LP/10"W.C. / LPG

419042 359-811-404 1/2“ 7000BMVR/4.0"W.C. / Natural gas

419054 402-705-436 3/4“ 7000BMV-S7CL/without control / LPG

419053 4K1-721-4B1 1/2“ U7000MVRL/6.7"W.C. / Natural gas

419052 4J9-721-4B3 3/4“ U7000MVRL / Natural gas

419050 4J7-721-4A3 1/2“ U7000MVRL/3.5"W.C./natural gas

1-flame

Robertshaw pilot burner

Item no.: 419099
Type 2C 
Number of flames: 1

Gas type: Natural gas .018 
Manufacturer: Robertshaw

Item no.: 419100
Type 2CH-1 

Number of flames: 1
Gas type: Natural gas .018 
Manufacturer: Robertshaw



Robertshaw pilot burner

2-flames

Item no.: 419114
Type 5CH-1 Number of 

flames: 2
Gas type: Natural gas .016 
Manufacturer: Robertshaw

Item no.: 419115
Type 5CHL Number of 

flames: 2
Gas type: No connections included 

Manufacturer: Robertshaw

Part No.:
419116 Type

5CHL-1
Number of flames: 2

Gas type: Natural gas .016 
Manufacturer: Robertshaw

Item no.:
419117 Type

3CHL-6
Number of flames: 2

Gas type: Natural gas .018 
Manufacturer: Robertshaw

Item no.: 419118
Type 3CH-6 Number of 

flames: 2
Gas type: No connection 

Manufacturer: Robertshaw

3-flames

Item no.:
419103 Type

6CH24-1
Number of flames: 3

Gas type: Natural gas .026 
Manufacturer: Robertshaw

Item no.:
419104 Type

6CH14-10
Number of flames: 3

Gas type: Natural gas .026
Manufacturer: Robertshaw

Item no.:
419105 Type

6CH14-6
Number of flames: 3

Gas type: Natural gas .022 
Manufacturer: Robertshaw

Item no.: 
419106 Type

6CH24-4
Number of flames: 3

Gas type: Natural gas .026 
Manufacturer: Robertshaw

Part No.: 419107 
Type 6CH24-4 0.16LP
Number of flames: 3
Gas type: LPG .016 

Manufacturer Robertshaw

Item no.:
419108 Type

6CH30-4
Number of flames: 3

Gas type: Natural gas .026 
Manufacturer: Robertshaw

Item no.:
419109 Type

6CH10-1
Number of flames: 3

Gas type: Natural gas .026 
Manufacturer: Robertshaw

Item no.:
419111 Type

6CH14-1
Number of flames: 3

Gas type: Natural gas .026 
Manufacturer: Robertshaw

Item no.:
419112 Type

6CH24-1
Number of flames: 3
Gas type: LPG .016 

Manufacturer: Robertshaw

Item no.:
419113 Type
6CH14-21

Number of flames: 3
Gas type: Natural gas .022 
Manufacturer: Robertshaw

Item no.: 419119
Type 4CH-1 Number of 
flames: 3-flammig Gas 
type: Natural gas .018 

Manufacturer: Robertshaw

Part No.: 
419120 Type

4CHR-1
Number of flames: 3
Gas type: LPG .015 

Manufacturer: Robertshaw

Item no.: 419121
Type 4CH6 Number of 

flames: 3
Gas type: Natural gas .018 
Manufacturer: Robertshaw

Item no.: 419122
Type 4CH6 Number of 

flames: 3-
Gas type: LPG .0115 

Manufacturer: Robertshaw

Item no.:
419123 Type

4CH-10
Number of flames: 3

Gas type: Natural gas .018 
Manufacturer: Robertshaw

Item no.: 
419126 Type
6S14-2ER

Number of flames: 3
Gas type: Natural gas .026

With 24" connection 
cable Manufacturer: 

Robertshaw

Item no.:
419127 Type

6SH24-6
Number of flames: 3

Gas type: Natural gas .026
With 13" connection 
cable Manufacturer: 

Robertshaw

Item no.:
419128 Type

6S24-1
Number of flames: 3

Gas type: Natural gas .026 
Manufacturer: Robertshaw

Item no.:
419131 Type

4SHR-44
Number of flames: 3

Gas type: Natural gas .026 
Manufacturer: Robertshaw

Item no.: 
419132 Type

4SHR-44
Number of flames: 3
Gas type: LPG .016 

Manufacturer: Robertshaw
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Robertshaw pilot burner

3-flammig

Item no.:
419133 Type

4CHL-6
Number of flames: 3

Gas type: Natural gas .016
Extra long

screw connection 
Manufacturer: Robertshaw Uniline Kit

Item no.: 419134
Type Uniline Kit for 9B ignition units 

Gas type: LPG & Natural Gas
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Robertshaw Thermostats EA5 Series

The following 
applies to the 
EA5 series: 
Switching 
capacity 30 A / 
240 Volt
2-hole mounting

Item no: Type Temperature range Cap. length Probe length Probe

419149 EA5-9-36 80-220°F

27-104°C

36"

914mm

"5“3/8

136mm

3/8“

9,53mm

419150 EA5-24-48 200-550°F

93-288°C

48“

1219mm

12“

304mm

3/16“

7,76mm

419031 EA5-204-48 200-375°F

93-190°C

48“

1219mm

5"3/8

136mm

3/16“

9,53mm

419151 EA5-267-48 200-400°F

93-204°C

48“

1219mm

12“

304mm

1/4“

6,35mm

419153 EA5-305-48 200-400°F

93-204°C

48“

1219mm

with screw 

connection

"5“3/8

136mm

3/8“

9,53mm

419154 EA5-9-120 80-220°F

27-104°C

120"

3048mm

"5“3/8

136mm

3/8“

9,53mm

Gas 

nozzles

Item no. 418782
6MB UNIVERSAL LPG NOZZLES

Thermocouples

Item no. 08.005
Universal thermocouple 6-part 

600mm
Consisting of: 1 

thermocouple
1x screw connection M10x1 2x 
screw connection M6x0.75 1x 

screw connection M9x1 1x 
screw connection M10x1/M8x1

Item no. 08.000
Universal thermocouple 6-part 

900mm
Consisting of: 1 

thermocouple
1x screw connection M10x1 2x 
screw connection M6x0.75 1x 

screw connection M9x1 1x 
screw connection M10x1/M8x1

Item no. 08.006
Universal thermocouple 6-part 

1200mm
Consisting of: 1 

thermocouple
1x screw connection M10x1 2x 
screw connection M6x0.75 1x 

screw connection M9x1 1x 
screw connection M10x1/M8x1

Item no. 418543
Universal thermocouple 6-part 

1500mm
Consisting of: 1 

thermocouple
1x screw connection M10x1 2x 
screw connection M6x0.75 1x 

screw connection M9x1 1x 
screw connection M10x1/M8x1



Item no. 22.898
Gas nozzle Thread size: 
M6x0.75 Width across 

flats: 7
Bore diameter: 1 mm

Item no. 08.146
Burner lower part

for burner caps ø 85 mm 
Capacity: 3,5 kW

Item no. 08.147
Burner lower part

for burner caps ø 95 mm 
Capacity: 5.5/7 kW

Item no. 04.013
Piezo igniter 
body: plastic

Actuation: pushing Mounting 
diameter: 22 mm 

Connection: ø2,4mm

Item no. 04.0009
Piezo igniter 
body: plastic

Actuation: pushing 
Mounting diameter: 18 mm 
Connection: ø2,4mm Front 

dimension: 26 mm
Thread: M18x1,5

Item no. 22.201
Gas nozzle Thread size: 
M6x0.75 Width across 

flats: 7
Bore diameter: 0.6 mm

Item no. 22.662
Gas nozzle Thread size: 
M6x0.75 Width across 

flats: 7
Bore diameter: 0.9 mm

Item no. 22.536
Gas nozzle Thread 
size: M7x1 Width 
across flats: 10

Bore diameter: 0.5 mm

Item no. 416017
Gas nozzle Thread 
size: M7x1 Width 
across flats: 10

Bore diameter: 0.7 mm

Item no. 416016
Gas nozzle Thread size:
M6x0.75 Width across 

flats: 7
Bore diameter: 1.15 mm

Item no. 08.647
Thermocouple SIT 

11 pieces
length 900mm

Item no. 08.648
Thermocouple SIT 

11 pieces
length: 1200mm

Item no. 418959
Pilot burner middle 

part thread: M8x0,75

Item no. 419158
Pilot burner lower part 
Gas type: Natural gas 

Code: 40

Item no. 418960
Pilot burner head 

thread: M8x0,75 IG

Item no. 08.870
Cutting ring

for tube diameter: 4mm 
Packaging unit: 1 piece 
suitable for series 160 

Application: for pilot burners

Item no. 414457
Cutting ring

for tube diameter: 4mm
Packaging unit: 1 piece
Application for pilot burner

Item no. 416182
Cutting ring

for pipe diameter: 6mm 
Length: 6 mm

Material: Aluminium 
Packaging unit 1 piece
outer diameter: 8,5 mm

Item no. 418073
Cutting ring

for pipe diameter: 6mm 
Packaging unit: 1 piece

Item no. 08.581
Cutting ring

for tube diameter: 4mm 
length: 8,7 mm

Packaging unit: 10 pieces
Diameter: 8.5 mm 

Application: CB 502/503

Item no. 417153
Cutting ring

for pipe diameter: 4mm 
Packaging unit 1 piece

Item no. 418998
Gas nozzle Thread 
size: M12x1 Width 

across flats: 13
Bore diameter: 0.81 mm

Item no. 418955
Thread size: M10x1 

Width across flats: 11
Bore diameter: 0.75 mm Gas 

type: Liquid gas

Item no. 04.255
Gas nozzle 

manufacturer: 
SIT Gas type: 
Natural gas 
Code: 51

Bore diameter: 0.51 mm
Packaging unit: 1 piece 
suitable for series 190

Item no. 416043
Igniter nozzle 

Gas type: 
Natural gas 
Code: 35

Packaging unit: 5 pieces 
suitable for series 160

Item no. 04.220
Pilot burner nozzle

Gas type: Liquid
gas Gas pressure:
50 mbar

Key figure: 2
Packaging unit: 1 piece

suitable for JUNKERS CB503_
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Item no. 04.376
Die reamer set Sizes: 

0.5/0.6/0.7/0.8/0.9/1.0 mm
Contents: 6-part 

version with holder

Item no. 04.377
Nozzle reamer set Sizes: 

1.1/1.2/1.4/1.6/1.8/2.0 mm
Contents: 6-part 

version with holder

Item no. 418903
Ignition electrode 
Flange length: 23

mm
flange width: 15 mm

diameter: 17 mm
Length 1: 26 mm
length 2: 17 mm

Body length 1: 21 mm
Body length 2: 28 mm 

Mounting dimension: ø5x4 
mm Mounting type: with flange 

Connection diameter: 4 mm

Item no. 22.058
Magnetic 

insert Length: 
39 mm

Diameter 1: 15.4 mm
Diameter 2: 13.5 mm suitable 

for PEL22/EGA24197 
Standard version

Item no. 22.060
Magnetic 

insert Length: 
39 mm

Diameter 1: 15.4 mm
diameter 2: 11 mm suitable for

PEL20-21/JUNKERS/EGA
Standard version

Item no. 418650
Ignition 

electrode 
Connection: 

M4
Packaging unit 1 piece

Item no. 04.223
Pilot burner nozzle 
Gas type: Natural 
gas Gas pressure: 

20 mbar
Key figure: 3

Packaging unit: 1 piece suitable 
for JUNKERS CB503_

Item no. 07.237
Pilot burner nozzle 

Gas type: natural 
gas/liquid gas

Key figure: 25
Bore diameter: 0.25 mm
Packaging unit: 1 piece

Item no. 04.237
Pilot burner 

nozzle Gas type: 
Natural gas 
Code: 48

Gas pressure: 20 mbar
length: 16 mm

suitable for: JUNKERS CB5051_

Gas Hoses

Item no.: 418643
Flexiebel gas pipe 500mm 
connections: 1/2" IG / 1/2" 

AG

Item no.: 418703
Flexible gas pipe 750mm 

Connections: 1/2" IG / 1/2" 
AG

Item no.: 418644
Flexiebel gas pipe 1000mm 
connections: 1/2" IG / 1/2" 

AG

Item no.: 418645
Flexiebel gas pipe 1250mm 
Connections: 1/2" IG / 1/2" 

AG

Item no.: 418646
Flexiebel gas pipe 1500mm 

connections: 1/2" IG / 1/2" AG

Item no.: 418647
Flexiebel gas pipe 2000mm 
connections: 1/2" IG / 1/2" 

AG

Item no.:
418502

Ø 130 mm 
chrome-
plated

Item no.:
418464

Ø 165 mm 
chrome-
plated

Item no.: 
418354

Ø 257 mm 
chrome-
plated

Gas 

Crosses

72



73

Fan motors

Item no.
5 Watt / 230 Volt

Item no. 418905
10 Watt / 230 Volt

Item no. 418779
16 Watt / 230 Volt

Item no. 418906
25 Watt / 230 Volt

Item no. 418907
34 Watt / 230 Volt

Burner 

grates

Item no.: 22.175
Burner grate
W 300mm L 

335mm

Item no. 418780
Axial fan 

120x120x38mm 
Voltage: 230 Volt
Power: 17 Watt

2400 rpm

Item no. 418751
Axial fan 

92x92x25mm 
Voltage: 230 Volt
Power: 14 watts

Item no. 04.081
Axial fan 

80x80x38mm 
Voltage: 230 Volt
Power: 14 watts

Axial fan

Blow-in fan

Item no. 418999
Blow-in fan 

Ø154mm - 28°
Pressing

Leak-Stop for refrigeration and air 

conditioning systems

Item no. 91432
Content: 6x12 ml gas 
type all refrigerants 

type EXTREME
Scope of delivery with 2 

adapters

Filter

Item no. 418781 
FILTER GR.50 - 6,35/6,35

Length: 185mm Hole 
diameter: 6.25mm/6.35mm

Filter diameter: 25mm 
Number of paths: 2 

Weight: 50gr



E.G.O. Induction Vario Atics Generator

Item no. 78.99111.306
1 x 5000 Watt / 400 Volt 

wok coil W300

LIN operation

Item no. 78.98100.100
without cable and signal 

lamp

Angle of rotation switch with potentiometer for 

induction

Item no. 78.94031.540
Rotation angle switch with 

potentiometer with small red/small 
green lamp Cable length 1.5m

Wiring Induction

Ceran glass for WOK coil

Item no. 78.75000.001
E.G.O. Ceran glass for wok coil 

Ø 300x6mm

Coil carrier WOK

Item no. 
78.93208.027
E.G.O. Coil carrier 1 

x Watt 300
Ø 300mm 5KW

Mounting kits induction

Item no. 78.98800.001
E.G.O. Mounting kit for WoK Ø

300

Item no. 78.94020.001
Cable length 0,5m

with signal lamp red and 
green
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Induction complete units

Item no. 418930 
OCTA SEMI-PRO Snap-In

Induction system
(e.g. for installation in a worktop) 
Power: 2100 watts / zone Power 

supply: 200 - 240 volts AC
Power supply unit: 13 amps
3 Temperature settings and 

hold function
Total glass size: 298mm x 480mm

Item no. 750000
Arpa Semi-Pro 

Table Induction System
Power 2100 watts / zone 

Supply 230 volts
3-temperature adjustable 

Width 386mm 
Length 526mm
height 90mm
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Item no. 90182
Grill plate for induction 

460 x 260mm



Tool

Torx screwdriver

Item no. 419001
Torx bit set 11 pieces 

with magnetic container
Includes the following sizes: 

T7/T8/T9/T10/T15/T20/T25/T30/T40

Item no. 419002
Torx screwdriver set hinged 
Includes the following sizes: 

T9/T10/T15/T20/T25/T27/T30/T40
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Caliper gauge

Item no. 418475
Caliper CNS display 

digital Measuring range 
0-150mm Measuring 

accuracy 0,02mm

Item no. 419159
Hexagon wrench and Torx set 18 pieces 

Profi box
Hexagon wrench 1.5/2/2.5/3/4/5/6/8/10 Torx 

T10/T15/T20/T25/T27/T30/T40/T45/T50

Flashlights

Item no. 419161
Working lamp 37 led + 

magnet

Item no. 419163
Inspection lamp CoB 3w + 

Magnet Penmodel

Lubricants

Item no. 419162
WD 40 Smart Straw 300ml

Adhesive

s

Item no. 89.056
Pactan 

adhesive 
Colour: 

anthracite

Item no. 418927
Pactan 

adhesive 
Colour: 

anthracite

Item no. 418928
Novasil 

adhesive 
Colour: 

anthracite

Item no. 419008
Hand press pistol H37



Item no.: 35.507
Assortment box blind rivets 

With riveting pliers Profi

Item no.: 06.492
Rivet plier "Profi" 

Size Ø 2,4-4,8mm

Sealed blind rivets

CNS

Item no.: 91372

Sealed blind rivet Ø 3,2mm L 

10mm

Item no.: 91365
Blind rivet Ø 3,2mm L 6mm

Item no.: 91366
Blind rivet Ø 3,2mm L 8mm

Item no.: 91367
Blind rivet Ø 3,2mm L 10mm

Item no.: 91368
Blind rivet Ø 3,8mm L 6mm

Item no.: 91369
Blind rivet Ø 3,9mm L 10mm

Item no.: 91364
Blind rivet Ø 4mm L 9mm

Item no.: 91370
Blind rivet Ø 4,8mm L 8mm

Item no.: 91371
Blind rivet Ø 4,8mm L 10mm

Blind rivets CNS

Blind rivets Aluminium

Item no.: 31373
Blind rivet Ø 3,2mm L 6mm

Item no.: 91374
Blind rivet Ø 3,2mm L 8mm

Item no.: 91375
Blind rivet Ø 3,2mm L 10mm

Item no.: 91376
Blind rivet Ø 4mm L 6mm

Item no.: 31377
Blind rivet Ø 4mm L 10mm

Item no.: 91378
Blind rivet Ø 4,8mm L 7mm

Item no.: 91379
Blind rivet Ø 4,8mm L 9mm

Rivet Plier
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Frying 

baskets

Item no.: 416033 Item no.: 418093 Item no.: 418994 Item no.: 97.622 Item no.: 97.134 Item no.: 97.139
H1 110mm H1 145mm H1 120mm H1 120mm H1 105mm H1 105mm
L1 255mm L1 310mm B1 300mm L1 320mm L1 280mm L1 265mm
B1 230mm B1 210mm L1 210mm B1 160mm B1 140mm B1 210mm

Item no.: 97.159 Item no. 416069 Item no. 97.177
H1 125mm H1: 110 mm H1: 100 mm
L1 305mm L1: 300 mm L1: 255 mm
B1 175mm B1: 170 mm B1: 220 mm

Material: chrome-plated
steel


